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1.20 Height adjustable corner
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1.24 Special Worktops
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Profi Benches and Corners
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Profi -Bench with Rear Cable Tray and Access Flap

Total height: 780 mm

Access Flap for cable tray with double-sided rubber lip, ope-
ning upwards (from 1300 mm on sectiones in the middle).

Stable framework made of tubular steel with middle section. 

Thread inserts for rugged attachment of suspended drawers
or 19Ó rack. 

Sidewise flush fixation possibilities for profile extensions,
covered with plastic caps.

Spacious cable tray (200 x 170 mm) made of sheet steel with
ventilation slots and access openings, ergonomically bevelled.

Hard wearing 30 mm lightgrey worktop (chipboard core to DIN
68761). 

Upper side 0,8 mm HPL hard laminated to DIN 16926 and
53799. Edges with 3 mm PP plastic band.

All bench legs with leveller and six vertical
slots for flexible fixation possibilities. Legs
40 x 125 mm, available in hera RAL colours.

For even more legroom the front legs could be positioned
more to the rear. For an easy and flexible cable management
the rear legs are be of MULTI profile with four integrated cable
channels and detachable cover. Front legs made of SINGLE
profile. Even for flexible extensions, the covers are full lenght.

ESD-Version:

ESD junction box for wrist bands, atta-
ched with thread inserts to the PROFI
bench framework.

Surface and volume conductive worktop to EN 61340.
Conductive bench leg levellers.

Cable tray with upwards 
opening flap

Stable Framework with:

¥ Front- and central section with 
thread inserts for suspended 
containers.

¥ Sidewise sections with fit for 
solid bench leg fixation.

¥ Rear benchlegs come in MULTI 
Profil for cable management.

T (depth): 0 800 mm
1 900 mm
2 1000mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

A (Type of tabletop): 0 70mm drop edge
1 3 mm PP plastic edge
2 Profitec-edge

Order No.:  41T.BBA.901

T (depth): 4 800 mm
5 900 mm
6 1000mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

A (Type of tabletop): 0 70mm drop edge
1 3 mm PP plastic edge
2 Profitec-edge

Order No.: 41T.BBA.901 ESD

Profile MULTI

ESD junction box for wrist bands

70 mm PP drop edge 3 mm PP plastic edge Profitec edge (PVC)
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Profi Bench with Rear Cable Tray and downward opening flap

Total height: 780 mm

Rear with downward opening flap over whole width with resi-
lent metal hinges and 40 mm brush strip. Push-Lock closing at
the sides.

Stable framework made of tubular steel with middle section.
Thread inserts for rugged attachment of suspended drawers
or 19Ó rack. 

Sidewise flush fixation possibilities for profile extensions,
covered with plastic caps.

Spacious cable tray (200 x 170 mm) made of sheet steel with
ventilation slots and access openings, ergonomically bevelled.

Hard wearing 30 mm lightgrey worktop (chipboard core to DIN
68761). 

Upper side 0,8 mm HPL hard laminated to DIN 16926 and
53799. Edges with 3 mm PP plastic band.

All bench legs with leveller and six vertical
slots for flexible fixation possibilities. Legs
40 x 125 mm, available in hera RAL colours.

For even more legroom the front legs could be positioned
more to the rear. For an easy and flexible cable management
the rear legs are be of MULTI profile with four integrated cable
channels and detachable cover. Front legs made of SINGLE
profile. Even for flexible extensions, the covers are full lenght.

T (depth): 0 800 mm
1 900 mm
2 1000mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

A (Type of tabletop): 5 70mm drop edge
6 3 mm PP plastic edge
7 Profitec-edge

Order No.:41T.BBA.901

T (depth): 4 800 mm
5 900 mm
6 1000mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

A (Type of tabletop): 5 70mm drop edge
6 3 mm PP plastic edge
7 Profitec-edge

Order No.: 41T.BBA.901 ESD

Profile MULTI

ESD-Version:

ESD junction box for wrist bands, atta-
ched with thread inserts to the PROFI
bench framework.

Surface and volume conductive worktop to EN 61340.

Conductive bench leg levellers.

ESD junction box for wrist bands

Sectioned rear flap with rubber lip and
pushlock downward opening flap.

70 mm PP drop edge 3 mm PP plastic edge Profitec edge (PVC)
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Profi Workbench

1.4

Total height: 780 mm

Stable framework made of tubular steel with middle section.
Thread inserts for rugged attachment of suspended drawers
or 19Ó rack. 

Sidewise flush fixation possibilities for profile extensions,
covered with plastic caps.

Spacious cable tray (200 x 170 mm) made of sheet steel with
ventilation slots and access openings, ergonomically bevelled.

Hard wearing 30 mm lightgrey worktop (chipboard core to DIN
68761). 

Upper side 0,8 mm HPL hard laminated to DIN 16926 and
53799. Edges with 3 mm PP plastic band.

All bench legs are of SINGLE profile with leveller and six verti-
cal solts for flexible fixation possibilities. Legs 40 x 125 mm,
available in hera RAL colours.

For even more legroom the front legs could be positioned
more to the rear. For an easy and flexible cable management
the rear legs could be of MULTI profile with four integrated
cable channels and detachable cover. Even for flexible extensi-
ons, the covers are full lenght.

ESD-Version:

ESD junction box for wrist bands,
attached with thread inserts to the
Profi bench framework.

Surface and volume conductive
worktop to EN 61340.

Conductive bench leg levellers.

T (depth): 6 800 mm
7 900 mm
8 1000mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

A (Type of tabletop): 0 3 mm PP plastic edge
1 70 mm drop edge
2 Profitec-edge

H(profile rear legs) 1 SINGLE
2 MULTI

Order No.:  40T.BBA.90H

T (depth): 6 800 mm
7 900 mm
8 1000mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

A (Type of tabletop): 5 3 mm PP plastic edge
6 70 mm drop edge
7 Profitec-edge

H(profile rear legs) 1 SINGLE
2 MULTI

Order No.:  40T.BBA.90H ESD

70 mm PP drop edge 3 mm PP plastic edge Profitec edge (PVC)

Profile SINGLE Profile MULTI
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Profi Benches in a row can be set as Attachment Bench.

Attachment Benches are left side flush with their framework
and lack benchlegs.

Therefore benchwidth reduces by 40 mm.

Attachment Benches are not upgradeable with Profi Bench
Racks (with cut out).

Profi Attachment Bench

410.000.905 Credit for Attachment Bench

Order No.:

Profi Benches in a row of minimum three benches can be set
as Intermediate Bench.

Intermediate Benches are both sides flush with their frame-
work and lack benchlegs.

Therefore bench width reduces by 80 mm.

Attachment Benches are not upgradeable with Profi Bench
Racks (with cut out).

Profi Intermediate Bench

410.000.906 Credit for Intermediate Bench

Order No.:

Order No.:

Profi -Worktop Elements with Drop Edge

Width customised

30 mm worktop with 3 mm  PP plastic edge and 70 mm post
formed front edge.

Two steel supports, lightgrey powder coated. Includes faste-
ners to attach to Profi benchlegs.

depth standard

800 410.520.000 414.520.000
900 411.520.000 415.520.000

1000 412.520.000 416.520.000

1.5



Order-No.:

403.000.000 Rear Cable Tray Access Flap
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Profi Cantilever Bench

The Profi Cantilever bench includes a stable liftmechanism for
height adjustment. 

Eight gliding bearings slide in the slots of the Profi system pro-
files to signigicantly reduce shearing force and thrust for ease
of operation.

Bases are made from precision shaped sheet steel and inclu-
de levellers feet and metal cross bracing to increase bench sta-
bility.

Two Profi -system leg profiles with cabletray and flap are
included.

Colour: Powder coated in RAL code.

Worktop and framework are height adjustable between the
two Profi -system leg profiles.

Worktop: Chip board (E1) covered with hard laminate, 30 mm
thick. 

Rear flap and cable tray.

Option: Rear Cable Tray Access Flap

Worktop integrated flap with double side rubber lid avoiding
finger bruising. Two metal hinges. Depth: 180mm, width:
appropriate to bench width.ESD-Version:

Equipped with earth bonding point for ESD wristbands.
Attached left or right under the front edge of the bench.

Surface and volume conductive.

Benchlegs come with conductive levellers.

Order No.:

410.000.900 Two Base Frames

Cantilever Leg for Profi -Benches

Dual cantilever Leg Profi Benches are provided at an additio-
nal cost. 

A strong baseframe with double Profi benchlegs are provided
at the rear of the bench instead of a typical four leg bench
design.

Base frame: 50 x 700 x 50 mm (WxDxH), powder coated finish
to Hera RAL colour table.

T (depth): 3 800 mm
4 900 mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm

A (type of worktop): 0 70mm drop edge
1 3 mm PP edge band
2 PROFItec-edge

Order-No.:  40T.BBA.901

T (depth): 3 800 mm
4 900 mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm

A (type of worktop): 5 70mm drop edge
6 3 mm PP edge band
7 PROFItec-edge

Order-No.:  40T.BBA.901  ESD



Single Lift Double Lift

All Profi cantilever benches can be equipped with electric lift
mechanism. The electric lift column is attached to the bench
base and the worktop framework.

Control is attached to the front side of the worktop.

Double Lift:

Two electronically controlled liftcolumns, anodised colour.

Programmable end positions and anti-collision protection.

Hydraulic lift with crank handle:

two hydraulic cylinder (hub length: 300mm; load: 170kg).

central hydraulic pump with crank handle drive,  horizontal
placed under the table top. complete set of tubes is hidden in
bench legs.

Single Lift:

Anodised electrical liftcolumn at rear side central position.

Order No.: for benches up to 1300 mm width

Single Lift Lifting Force Lifting Speed Lifting Hight

404.000.301 1000 N 16 mm/s 720-1070 mm
404.000.303 3000 N 8 mm/s 720-1070 mm

404.000.401 1000 N 16 mm/s 720-1120 mm
404.000.403 3000 N 8 mm/s 720-1120 mm

Order No.: for benches over 1300 mm width (with anti-collision protection)

Double Lift Lifting Force Lifting Speed Lifting Hight

404.000.601 2 x 700 N max. 43 mm/s 700-1350 mm
404.000.603 2 x 700 N max. 43 mm/s 700-1350 mm

(bigger transformer
at max. load capacity)
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1.7

Electrical Liftcolumn for Profi Benches

Order No.:

405.000.000 Optionally C-Lift Bench with hydraulic lift and crank handle



Sitting Position

Standing Position

Sitting Position

Standing Position

1.8
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All Profi cantilever benches can be equipped with an optional
electric liftmechanism.

Two central controlled electric liftcolumns are provided and
are installed within the attractive Cantilever legs. The control
unit is placed in the cable tray when not in use. 

Programmable remote control with magnetic hanger can be
attached anywhere on the bench framework.

Base colour: 
RAL XXX = to be chosen from                                               
hera colour table).

Electric Lift for Profi -Benches

410.005.901 Quattro Lift System for Profi Benches
410.005.909 Interface cable for programming the controlbox by 

USB Interface

Order No.:

All Profi benches can be lifted with four electronically control-
led liftcolumns.

Programmable end positions and anti-collision protection.

Avoidance of hazardous injury at hands or other objects.

Anti collision force is programmable. Activation causes motion
stop and slow return.

Control buttons are comfortable attached at the front edge.

Bench height: 680 Ð 1320 mm

Lifting Force: 4 x 700N

Lifting Speed: max. 43 mm/s

Quattro Lift Profi Bench

Lifting force Lifting speed

410.005.900 2x 1000 N 16 mm/s

410.003.800 2x 3000 N 8 mm/s

Order No.:
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1.9

Rear Paneling for Profi Benches

Laminated core board 19 mm with 2 mm PP plastic edge.

Incl. spacer sleeves for flexible positioning at rear side of the
bench.

Spacious cable tray with slots for ventilation and hidden com-
ponent installation. Height adjustable.

Made of precision formed sheet steel with lightgrey powder
coated finish.

Depth: 200 mm, Height: 120 mm

Profi Suspended Cable Tray 

Order No.:

Two optional covers are available to close the cable tray end
on Profi -benches.

Colour: lightgrey.

Side Covers for Cable Trays

419.035.000 Set, right and left cover

Panel Height: 650 mm

Panel Height: 1300 mm

Panel Height: 450 mm

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

H (height): 4 450 mm
6 650 mm
9 1300 mm

E(ESD version): 0 Standard
5 ESD version

Order No.:  418.BBH.00E

BB (width): 08 800 mm
09 900mm
10 1000mm
13 1295mm
15 1500mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

A (type): 0 with profil cut out
9 between profile 

(width reduced by 80 mm)

Order No.:  419.BB0.A20



Order No.:

width
depth 800 900 1000 1295 1500 1600 1800 2000 2303

400 424.085.002 424.095.002 424.105.002 424.135.002 424.155.002 424.165.002 424.185.002 424.205.002 424.235.002
500 424.086.002 424.096.002 424.106.002 424.136.002 424.156.002 424.166.002 424.186.002 424.206.002 424.236.002

Order No.:

width

419.053.906 1520 mm
419.054.901 1720 mm
419.055.901 1920 mm
419.056.901 2223 mm

width

419.050.901 720 mm
419.057.901 820 mm
419.051.901 920 mm
419.052.901 1215 mm
419.053.901 1420 mm

1.10
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Intermediate Shelf for Profi -Bench 

Laminated lightgrey worktop material with cut out for
Profi benchlegs.

Order No.:

419.058.901 800 (L: 385 mm)
419.060.901 900(L: 485 mm)
419.059.901 1000 (L: 585 mm)

Profi Side Brace

2x Aluminium profile, 40 x 40 mm (DxH), attached between 
the rear and front Profi benchlegs. Provides additional rein-
forcement for front and rear legs.

Same colour as chosen for benchlegs.

Dimension: 40 x 40 mm

Profi Rear Cross Brace

Formed stiffening brace, attached between the rear legs of
Profi benches to provide additional lateral stability.

Same colour as chosen for benchlegs.

Depth: 120 mm, Height: 30 mm



Standard Wheel Diameter

419.041.000 419.042.000 75 mm 
419.141.000 419.142.000 100 mm     not applicable for
419.241.000 419.242.000 125 mm     suspended drawers

Order No.:
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1.11

Casters for Mobile Profi Bench 

Four steering casters, two with brakes.

Total height: 780 mm

Load capacity depending on wheels.

Profi Rear Cross-Profile

The rear cross profile can be installed at any height between
the rear benchlegs or as a superstructure for Profi-
Extensions above the worktop. 

Can also be used as a Foot Rest or as superstructure to carry
screens and Tray Boards.

Same color selection as Profi -benches.

Order No.:

width

419.078.900 1520 mm
419.074.900 1720 mm
419.075.900 1920 mm
419.076.900 2223 mm

width

419.070.900 720 mm
419.077.900 820 mm
419.071.900 920 mm
419.072.900 1215 mm
419.073.900 1420 mm
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Order No.:

419.015.000 Piece

Order No.:

401.200.900 Height: 50 mm

Order No.:

401.300.900

Stainless steel plate with two height adjusting bolts for attach-
ment to Profi benchlegs. 

Reduces point loads on floor surfaces where deformation of
floor coverings may occur (e.g. static dissipative floors).

Heavy Load Leveller forProfi- Bench 

4 Sections of Profi extrusions with fasteners to attach to
Profi -bench.

Powder coated finish in RAL colors.

Bench height adapters for Profi leg extrusions

including:

8x half shells made of powder coated aluminium.

Profi Set of PROFI Leg Cap

Order No.:

Vibration Damper for Profi- Bench

Four in levellers with integrated vibration damper. 

40 mm diameter. Ideal for microscopes and balance.

419.017.000 Set of four pieces
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1.13

Profi Bench Connector

Order No.:

Connects two Profi benches at benchlegs.

Connection bracket with two nutplates and screws.

Colour: lightgrey

419.021.000 For benches in a row
419.022.000 For benches back to back
419.023.000 Head table

Order No.:

Anchors Profi benches to the floor.

Floor Mount for Profi Bench

419.011.000 Set of two pieces

Order No.:

suitable for all slots of the PROFI profile

Material: PVC hard

Width: 10mm (max. length of piece length: 2,5m)

Profi slot cover (price per meter) grey

419.001.500 Set of two pieces

419.021.000

419.022.000



1.14

P
ro

fi
B

en
ch

es
 a

nd
 C

or
ne

rs

S
ub

je
ct

 t
o 

m
od

ifi
ca

tio
ns

 a
nd

 a
m

en
dm

en
ts

.

293.103.000 3-fach (L: 165 mm)
293.106.000 6-fach mit Kinderschutz (L: 330 mm)
293.106.100 6-fach mit Kinderschutz und Schalter (L: 330 mm)

Industrie-Steckdosenleiste

Plastic housing with black child-safe sockets, 45¡ turned.
Black fixing brackets.

2m black powercord (H05VV-F3G 1,50 mm2) with Schuko plug.

2-pole illuminated switch 16 A

Dimension: 70 x 45 mm (WxH)

293.204.100 4-fach mit Schalter (L: 355 mm)
293.206.100 6-fach mit Schalter (L: 440 mm)
293.209.100 9-fach mit Schalter (L: 570 mm)
293.212.100 12-fach mit Schalter (L: 700 mm)

Order No.:

Order No.:

High quality, screwed-in /thus reconnectable) power strip.
Impact-proofed plastics housing with mounting flange at the
side.

With and without connecting cable H05VV-F3G 1,5 mm2 with
plug, with and without switch, child-proofed.

Profi -Steckdosenleiste

ECO Powerstrip with Schuko socket

White plastic housing with 45¡ turned Schuko sockets.

1,4 m white powercord (H05VV-F 3G1,00 mm2) with Schuko
plug.

Dimensions: 53 x 40 mm (WxH)

293.103.000 3 x Schuko- (L: 165 mm)
293.106.000 6 x Schuko, childrensafe (L: 330 mm)
293.106.100 6 x Schuko, childrensafe, switch (L: 330 mm)

Industrial Powerstrip

293.204.100 4-sockets with switch (L: 355 mm)
293.206.100 6-sockets with switch (L: 440 mm)
293.209.100 9-sockets with switch (L: 570 mm)
293.212.100 12-sockets with switch (L: 700 mm)

Flex Powerstrip

Order No.:

293.XXX.900 Version Powerstrip connected to Energency OFF

Order No.:

293.600.000 ProfiFlex Configuration

A (number sockets (lenght): 3 3 sockets( 185 mm)
4 4 sockets ( 288 mm)
6 6 sockets ( 340 m )

S (switch): 0 no switch
1 with switch

Z (cable): 0 no cable
1 1,5 m cable lenght
3 3 m cable lenght
5 5 m cable lenght

F(colour): 0 withe
1 black
2 red

Order No.:  293.6AS.Z0F



Order No.:

419.081.001 Junction Box for Profi Cable Tray

Cable Support

Cable Support with 18 slots.

Slots in different width for various cable diameter.

Metal structure with lightgrey powder coated finish.

Fixation set for hera Profi -profiles.

Dimension: 300 x 80 x 30mm (WxDxH)

Order No.:

448.160.000 piece
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Order No.:

Runde Kabeldurchlassdose

Outer plastic ring and detachable cover.

Please advise at order the desired position of the Round Cable
Access.

419.061.000 ¯ 80 mm, lichtgrau
419.061.100 ¯ 80 mm, edelstahlfarben
419.062.000 ¯ 60 mm, lichtgrau
419.062.100 ¯ 60 mm, edelstahlfarben

Isolating junction box, fit inside the Profi cable tray .

Terminals and Cable Glands.

2 x Schuko socket

Cable access with gland for the electrical connection of
benchracks.

Edelstahl-Kabeldurchlass

Round Cable Access

419.061.000 ¯ 80 mm, lightgrey
419.061.100 ¯ 80 mm, stainless steel coloured
419.062.000 ¯ 60 mm, lightgrey
419.062.100 ¯ 60 mm, stainless steel coloured

Junction Box for Profi Cable Tray

Order No.:

491.080.100 adjustable width: 160 - 210 mm
491.080.200 adjustable width: 90 - 130 mm

Made of sheet steel, for all kind of PC housing. PC-Console
comes with clamp for Profi -bench legs for variable positions.

Dimensions: 440 x 290 mm (DxH)

Colour: lightgrey

Profi PC Console



Length of edge

Front edge

Benchdepth

1.16
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Profi Corner Element-Square

Height: 780 mm

Worktop: Chip board (E1) covered with hard laminate, 30 mm
thick. 

Two steel angles included to attach corner between two Profi -
benches. 

Profi -leg for corner. Color: RAL XXXX (to be chosen from hera
color table). Includes assembly plate to attach benchleg to
corner element.

Order No.:

Length- Front- Bench- with 70 mm drop edge without 70 mm drop edge
of edge edge depth Standard Standard

1213 582 800 410.500.901 414.500.901 406.500.901 406.505.901
1035 331 410.501.901 414.501.901 406.501.901 406.506.901
835 50 410.510.900 414.510.900 406.510.900 406.515.900

1213 441 900 411.500.901 415.500.901 407.500.901 407.505.901
1035 190 411.501.901 415.501.901 407.501.901 407.506.901
935 50 411.510.900 415.510.900 407.510.900 407.515.900

1213 300 1000 412.500.901 416.500.901 408.500.901 408.505.901
1035 50 412.510.900 416.510.900 408.510.900 408.515.900



Length of edge

Front edge

Benchdepth
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1.17

Order No.:

Length Front- Bench- with 70 mm drop edge without 70 mm drop edge
of edge edge depth Standard Standard

1213 582 800 410.502.900 414.502.900 406.502.900 406.507.900
441 900 411.502.900 415.502.900 407.502.900 407.507.900
300 1000 412.502.900 416.502.900 408.502.900 408.507.900

835 50 800 410.512.000 414.512.000 406.512.000 406.517.000
935 900 411.512.000 415.512.000 407.512.000 407.517.000
1035 1000 412.512.000 416.512.000 408.512.000 408.517.000

Profi Corner Element-Trapezium

Height: 780 mm

Worktop: 
Chip board (E1) covered with hard laminate, 30 mm thick.

Two steel angles included to attach corner between two Profi -
benches.

Profi -leg for corner. 

Colour: RAL XXXX (to be chosen from hera color table). 

Includes assembly plate to attach benchleg to corner element.



Length of edge

Front edge

Benchdepth 1 Benchdepth 2
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Order No.:

Length Bench- Bench- Front- with 70 mm drop edge without 70 mm drop edge
of edge depth 1 depth 2 edge Standard Standard

1000 x 1200 800 1000 282 410.506.900 414.506.900 406.506.900 406.508.900
1000 x 1200 900 800 360 411.506.900 415.506.900 407.506.900 407.508.900
1000 x 1200 1000 900 223 412.506.900 416.506.900 408.506.900 408.508.900

835 x 1035 800 1000 35 410.516.900 414.516.900 406.516.900 406.518.900
935 x 835 900 800 35 411.516.900 415.516.900 407.516.900 407.518.900

1035 x 935 1000 900 35 412.516.900 416.516.900 408.516.900 408.518.900

Profi Corner Element - Asymmetric Profile

Dimension: 1200 x 1000 x 780 mm (WxDxH)

Point out attached benchdepth left/right

Worktop: 
Chip board (E1) covered with hard laminate, 30 mm thick.

Includes assembly plate to attach benchleg to corner element. 

Profi -leg for corner. Colour: RAL XXXX (to be chosen from hera
colour table). Includes assembly plate to attach benchleg to
corner element.

>> We highly recommend a drawing to be included to your order for exact fit. >>
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1.19

3x 270¡ - Corner

Profi Corner Element - Triangular Profile

Height: 780 mm

Worktop: Chip board (E1) covered with hard laminate, 30 mm
thick. 

Includes assembly plate to attach benchleg to corner element.

Order No.:

Angle- Bench- with 70 mm drop edge without 70 mm drop edge
Corner Element depth Standard Standard

45¡ 800 410.513.000 414.513.000 406.513.000 406.518.000
270¡ 410.516.000 414.516.000 406.516.000 406.521.000

45¡ 900 411.513.000 415.513.000 407.513.000 407.518.000
270¡ 411.516.000 415.516.000 407.516.000 407.521.000

45¡ 1000 412.513.000 416.513.000 408.513.000 408.518.000
270¡ 412.516.000 416.516.000 408.516.000 408.521.000

45¡ - Corner



Therefore two Profi tables and the corner element are inter-
connected and the feet are replaced by synchronized electro-
mechanical lift system.

In order to achieve maximum stability, also at upper position,
the lift columns are linked with additional stiffening.

Depending on the corners size and load capacity 5 or 7 syn-
chronized lift columns are used.

The lift columns come with white aluminium coloured powder
coating.

Microcontroller operated control unit enables free program-
ming of lower- and upper stop position as well as anti-collisi-
on force adjustment.

Lifting height: 680 Ð 1320mm
Lifting power: 700 N per lift column
Lifting speed: max. 43 mm/s

Height Adjustable Corner Assemblies

Order No.:

410.006.500 Option: 5-Columns Height Adjustable Corner

410.006.700 Option: 7-Columns Height Adjustable Corner

410.005.909 Software and USB-Cable for control unit programming.

Therefore two synchronized lift columns are attached to each
Profi Bench for height adjustable corner. Avoiding hazardous
situations a double side rubber seal is mounted between the
benches and the corner.

The lift columns come with white aluminium coloured powder
coating.

Microcontroller operated control unit enables free program-
ming of lower- and upper stop position as well as anti-collisi-
on force adjustment.

Lifting height: 640 mm
Lifting power: 700 N per column
Lifting speed: max. 43 mm/s

Height Adjustable Corner

Order No.:

410.007.000 Option: Height Adjustable Corner
410.005.909 Software and USB-Cable for control 

unit programming.

L-shaped hight adjustable corner combination

height adjustable corner combination with corner plate

1.20
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1.21

Edgewise Cable Tray for Profi -Corners

Spacious cable tray with slots for ventilation and hidden com-
ponents. Height adjustable to attach in the slots from the
Profi benchleg profiles.

Make: Formed sheet steel, lightgrey powder coated finish.

Depth: 195 mm, height: 200 mm

Diagonal Cable Tray for Profi -Corners 

Two separated cable trays with slots for ventilation and hidden
components. 
Height adjustable to attach in the slots from the Profi benchleg
profiles.
Make: Formed sheet steel, lightgrey powder coated finish.
Depth: 200 mm, height: 200 mm

Edgewise Cable Tray for Corners Diagonal Cable Tray for Corners

Order No.:

width

419.512.002 1200 x 1000
419.512.012 1035 x 935
419.512.022 1035 x 835
419.512.032 935 x 835
419.514.002 835 + 45¡
419.515.002 935 + 45¡
419.516.002 1035 + 45¡

width

419.500.002 835 x 835
419.501.002 935 x 935
419.502.002 1035 x 1035
419.504.002 1213 x 1213
419.510.002 1000 x 1200
419.510.012 935 x 1035
419.510.022 835 x 1035
419.510.032 835 x 935

Order No.:

width

419.532.002 1200 x 1000
419.530.002 1000 x 1200
419.524.002 1213 x 1213

width

419.520.002 835 x 835
419.521.002 935 x 935
419.522.002 1035 x 1035 



Quarter- Half- Full-Circle
depth Standard Standard Standard

800 406.530.000 406.535.000 406.532.000 406.537.000 406.534.000 406.539.000
900 407.530.000 407.535.000 407.532.000 407.537.000 407.534.000 407.539.000

1000 408.530.000 408.535.000 408.532.000 408.537.000 408.534.000 408.539.000

Order No.:

1.22
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Profi -Worktop Elements for

Meetingcorners 
30 mm Worktop with plastic edging all around.

Lightgrey steel angles to fix meetingcorners at Profi benches.

Meetingcorner with Half- and Quarter Circle Meetingcorner with Circle Element

Conference- and Meeting Tables 

Appropriate to the Profi benches we offer conference- and
meeting tables. A wide range of decorative laminates on desi-
gned worktops are available.

Clever solutions for multimedia connections are attachable.
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1.23

Profi Support leg with leveller, flangeplate and fasteners.

Provides support for worktop elements and meetingcorners
when attached to benches.

Colour: Powder coated in RAL colour code.

Height: 750 mm

Profi Support Leg with Flangeplate

Order No.:

Air Ventilation 

For radiators or equipment ventilation.

Modular system, to fit individually in width and depth.
Anodized aluminium profiles (max length: 4 m) snap-in profi-
les (max. depth 250 mm). 

Distance between profiles 15 mm.
Height: 21 mm

419.065.500 Width x Depth

401.000.900 401.001.900

401.000.900 symmetric
401.001.900 asymmetric

Order No.:

Height: 50 mm

30 mm worktop quality.

Rear Panel

419.700.000 Standard running meter
419.700.050 ESD running meter

Order No.:
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Profi -Bench with Beech Decor.

Special Worktops

All Profi -benches are available with special worktops:
Ergonomic, direct coated worktops for desk and meeting
needs.

Maple and Beech decor in hard laminate.

Beech or Plywood worktops in 30, 40 or 50 mm thickness.

Worktop with special laminate (ESD-Matting, Linoleum)

Stainless steel worktop with sink and rim

Ceramic worktop

Trespa worktop

Polypropylene worktop

Worktop with ESD finish Profil-Constructures Laboratory with Stainless Steel Worktop

Profi -Workbench with beech WorktopTrespa-Worktop

Profi -Bench with Maple Decor Worktop


