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Modular Cabinet System

Quality Features

Hera cabinets are manufactured as finished compact structu- Unlike cabinet systems in the past, where side- and rear walls

re.

Outstanding stable and decorative light grey 13 mm rear wall.
It is shipped completely assembled.

Wing doors with 270j hinges and dust shield
rubber sealing

e J_d‘_

Water resistant base with hidden metal levellers

5.2

had to be setup part by part, this new design shows
two decisive advantages:

¥ Reduction of setup costs. Just position and levéie
cabinets.

¥ Much better stability for torque, lateral stability and higher
shelves load capacity.

ﬂ
|
[

Heavy duty shelves 125kg/@with metal shelf Metal locking system and mechanism
support

Drawer and files extension with telescoped Large number of options and customised
runner and counterweight solutions

W—hera Subject to modifications and amendments.



Modular Cabinet System

Learn more about our Modular Cabinet System

¥ 4 widths: 420 mm, 800 mm, 1000 mm und 1200 mm
¥ 3 depths: 435 mm, 525 mm und 625 mm
¥ 5 heights: 1 OH = 544 mm, 2 OH = 720 mm, 3 OH = 1264 mm, 4 OH = 1460 mm, 5 OH = 2004 mm

60H (2608mm)

50H (2064mm)

40H (1520mm)

3 - \

30H (1324mm)

20H (780mm) — = |

—
e 1
1 1 s }
— T
@
5 Files Drawer Sliding Doors Roller Shutter Doors 1200 mm, Double Door Cabinet 1000 mm,
s 420 mm, 20H 800 mm, 30H 1000 mm, 40H 20H + Shelf 20H 50H Partially Glassed
c .
g + Double Door Cabinet 10H
=
5]
[%2]
5 Total Height Configuration: A Configuration: B Configuration: C
S
% 2608 mm (6 OH): Cabinet 3 OH 1264 mm Cabinet 1 OH 544 mm
g Cabinet 3 OH 1264 mm Cabinet 5 OH 2004 mm
£ Base 60 mm Base 60 mm
o
L
% 2064 mm (5 OH): Cabinet 5 OH 2004 mm Cabinet 2 OH 720 mm Cabinet 1 OH 544 mm
- Base 60 mm Compensation Board 20 mm Cabinet 4 OH 1460 mm
[} Cabinet 3 OH 1264 mm Base 60 mm
L
g Base 60 mm
1520 mm (4 OH): Cabinet 4 OH 1460 mm Cabinet 2 OH 720 mm
Base 60 mm Compensation Board 20 mm
Cabinet 2 OH 720 mm
Base 60 mm
1324 mm (3 OH): Cabinet 3 OH 1264 mm Cabinet 1 OH 544 mm
Base 60 mm Cabinet 2 OH 720 mm
Base 60 mm
780 mm (Bench Height): Cabinet 2 OH 720 mm
Base 60 mm
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Modular Cabinet System

Base for Cabinet, wood

Height: 60 mm
Invisible, stable metal levellers behind faceplate.
Adjustable through bores inside the cabinet bottom.

Base is fixed to cabinet.

Order No.: 48OOBBT|'E

BB (width): 04 420 mm
08 800mm
10 1000mm
12 1200mm
T (depth): 0 595 mm
4 400mm
5 495 mm
H (height): 0 60 mm
3 30mm
E(ESD-Version): 0 Standard-Version (non conductive)
5] ESD-Version (conductive)

Levellers adjustment.

Base for cabinet, steel

Height: 50mm

Closed frame made of folded steel, light grey powder coated.
Internal metal leveller, adjusted through bores in cabinet
bottom.

Conductive connected to the cabinet bottom at ESD cabinets.
Base preassembled.

Absolutely corrosion-resistant even on humid floors.

Order No.: 48OOBBT55

BB (width): 04 420 mm
08 800mm

10 1000 mm

12 1200mm
T (depth): 0 595 mm
4 400mm
5 495mm

54
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Modular Cabinet System

Cabinet with single or double door

Colour: lightgrey, pearl structured.

Body, melamine faced 19 mm chipboard made.
Completely assembled.

Side panels with bores 32 mm distance.

Sturdy, decorative rear wall (13 mm thick).

Dust shield by circulating rubber sealing behind the doors.
Metal hinges 180; opening angle, metal made.

Right door, turning handle with lock (master key system).

>> Shelf boards find from page 5.10 >>

Order No.: 481HBBTAE

H (height without base): 1 1 OH 544mm
2 2 OH 720mm
8 3 OH 1264mm
4 4 OH 1460mm
5 5 OH 2004nm
BB (width): 04 420 mm (single door)
08 800mm (double door)
10 1000mm (double door)
12 1200mm (double door)
T (depth): 0 | 625mm
4 | 430mm
5 525mm
A(hinges): 0 double door or single door, hinges right
1 single door, hinges left
E(ESD-Version): 0 Standard-Version (non conductive)
5 ESD-Version (conductive)
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Compartment Cabinet

Clothes Locker

Colour: lightgrey, pearl structured.

Body, melamine faced 19 mm chipboard make.

Completely assembled.

Side- and intermediate walls with bores 32 mm distance.

Sturdy, decorative rear wall (13 mm thick).

Dust shield by circulating rubber sealing behind the doors.

Metal hinges 180j opening angle, right side attached.

Lock, master key system, two keys.

Order N0487HBBTOO

H (height without base): 2

2rows (720 mm)

& 3rows (1264 mm)
BB (width): 08 2 columns 800 mm)
12 3columns @200 mm)
T (depth): 0 625mm
4 430 mm
5 525mm

Sliding Door Cabinet

Colour: lightgrey, pearl structured.

Body, melamine faced 19 mm chipboard make.

Side panels and intermediate wall with bores 32 mm distance.
Sturdy, decorative rear wall (13 mm thick).

Low-friction plastic rollers for sliding doors.

Handle and lock (master key system), metal make.

Completely assembled.

>> Shelf boards find from page 5.10 >>

Order N0482HBBTOE

H (height without base): 1 1 OH 544mm
2 2 OH 720mm
& 3 OH 1264mm
4 4 OH 1460mm
BB (width): 08 800mm
10 1000mm
12 1200mm
T (depth): 0 625mm
4 430 mm
5] 525 mm
E(ESD-Version): 0 Standard-Version (non conductive)
5 ESD-Version (conductive)

5.6
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Modular Cabinet System

Surcharge for Glass Doors

Available only for cabinets with doors or sliding doors.

6 mm safety glass, clear.

Order No.: 481HBBOSO

H (height without base): 1 1 OH 544mm
2 2 OH 720mm
3 3 OH 1264mm
4 4 OH 1460mm
5 5 OH2004 mm
BB (width): 04 420 mm
08 800 mm
10 1000mm
12 1200mm

Surcharge for Partially Glassed Doors

Available only for cabinets with doors or sliding doors.

Wooden doors, partially glassed.

Order No.: 481 HBBOGO

H (height without base): 1 1 OH 544mm
2 2 OH 720mm
3 3 OH 1264mm
4 4 OH 1460mm
5] 5 OH2004 mm
BB (width): 04 420 mm
08 800 mm
10 1000mm
12 1200mm




Modular Cabinet System

Roller Shutter Cabinet

Colour: lightgrey, pearl structured.

Body, melamine faced 19 mm chipboard make.

Side panels and intermediate wall with bores 32 mm distance.
Sturdy, decorative rear wall (13 mm thick).

Roller shutter door rolled up sidewise, thus reduces the
interior width by 200 mm.

Handle with lock (master key system), metal make.

Completely assembled.
>> Shelf boards find from page 5.10 >>

Order No.: 483HBBTOE

H (height without base): 1 1 OH 544mm
2 2 OH 720mm
3 3 OH 1264mm
4 4 OH 1460mm
BB (width): 08 800mm
10 1000mm
12 1200mm
T (depth): 0 625mm
4 430 mm
5] 525mm
E (ESD-Version): 0 Standard Version (non conductive)
5 Korpus conductive
Shelf Cabinet

Colour: lightgrey, pearl structured.

Body, melamine faced 19 mm chipboard make.
Side panels with bores 32 mm distance.
Sturdy, decorative rear wall (13 mm thick).

Completely assembled.
>> Shelf boards find from page 5.10 >>

Order No.: 484HBBTOE

H (height without base): 1 1 OH 544mm
2 2 OH 720mm
3 3 OH 1264mm
4 4 OH 1460mm
5 5 OH 2004nm
BB (width): 04 420 mm
08 800mm
10 1000mm
12 1200mm
T (depth): 0 625mm
4 430 mm
5 525mm
E (ESD-Version): 0 Standard-Version (non conductive)
5 ESD-Version (conductive)

. 5.8
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Modular Cabinet System

Revolving Corner Cabinet and Corner Shelf

Dimension: 1000 x 1000 mm,

Front width cabinet depth 425 mm: 800 mm

Front width cabinet depth 525 mm: 650 mm

Front width cabinet depth 625 mm: 500 mm

Colour: lightgrey, pearl structured.

Body, melamine faced 19 mm chipboard make.
Completely assembled.

Side- and intermediate walls with bores 32 mm distance.
Sturdy, decorative rear wall (13 mm thick).

Dust shield by circulating rubber sealing behind the doors.
Metal hinges, on request single or double door.

Lock, master key system, two keys.

Order No.: 48A H50 TOE

A (Version): 0 Corner Shelf
1 Single Door
2 Double Door
H (height): 1 1 OH 544mm
2 2 OH 720mm
3 3 OH 1264mm
4 4 OH 1460mm
5 5 OH 2004nm
T (depth): 0 625mm
4 430 mm
5 525mm
E (ESD-Version): 0 Standard-Version (non conductive)
5] ESD-Version (conductive)

Special solution with
carrousel (rotatable
shelf boards)

Corner Cabinet with Partially Glassed Doors

Intermediate Wall

Colour: lightgrey, pearl structured.

Melamine faced 19mm chipboard make, with drills 32 mm
distance.

Completely assembled at double door and shelf cabinets.

order No.: 480. 10"'7-[05

H (height without base): 1 1 OH 544mm
2 2 OH 720mm
3 3 OH 1264mm
4 4 OH 1460mm
5 5 OH 2004mm
T (depth): 0 562mm (for cabinet depth625 mm)
4 367 mm (for cabinet depth430 mm)
5 462 mm (for cabinet depth525 mm)
E(ESD-Version): 0 Standard-Version (non conductive)
5 ESD-Version (conductive)
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Modular Cabinet System

Shelf Board

Shelf board for doors-, sliding doors-, roller shutter- and shelf-
cabinets.

Colour: lightgrey, pearl structured.
Melamine faced 19 mm chipboard make.
4x metal support.

Load capacity: 60 kg/m

Order No.: 4803BBTSE

BB (width): 03 370mm (for W:800-Cabinets with intermediate wall)
04 380 mm (for W:420-Cabinet)
05 470 mm (for W:1000-Cabinets with intermediate wall)
06 570 mm (for W:1200-Cabinets with intermediate wall)

or W:800-Roller Shutter Cabinet)

08 760 mm (for W:800-Cabinet

or W:1000-Roller Shutter Cabinet)

10 960 mm (for W:1000-Cabinet

or W:1200-Roller Shutter Cabinet)

12 1160mm (for W:1200-Cabinet)

T (Tiefe): 0 560 mm (for bench depth625 mm)
4 365mm (for bench depth430 mm)
5 460 mm (for bench depth525 mm)

S (thick): 1 19 mm
2 25mm

E(ESD-Version): 0 Standard-Version (non conductive)

5 ESD-Version (conductive)

Metal Shelf Support

Conductive Steel Shelf Board

Steel Shelf for hinged-, sliding- and roller shutter door cabi-
nets and Shelf.

Storage shelves made of sheet-steel for heavy duty use.
Colour: lightgrey, conductive surface.

Height: 24 mm

Load capacity: 125 kg/r

Order No.: 4803881-00

BB (width): 08 760 mm (for W:800-Cabinet

or W:1000-Roller Shutter Cabinet)
10 960 mm (for W:1000-Cabinet

or W:1200-Roller Shutter Cabinet)
12 1160mm (for W:1200-Cabinet)

T (depth): 0 560 mm (for Cabinet depths625 mm)
365mm (for Cabinet depths430 mm)
5 460 mm (for Cabinet depths525 mm)

~

5.10
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Modular Cabinet System

Bookend for Shelf

Sheet steel, lightgrey finish.
Dimension: 290 x 200 mm (DxH)

Order No.:
480.350.003 | piece

Extendable Shelf Board

Telescopic metal guides with rear and front blocking.
Load capacity: 250N; depth of coverage: 84 mm
Melamine covered chipboard shelf with plastic edge veener.

Height: 42 mm

Order No.: 480688120

BB (width): 03 370mm (for W:800-Cabinets with intermediate wall)
04 380 mm (for W:420-Cabinet)
05 470 mm (for W:1000-Cabinets with intermediate wall)
06 570 mm (for W:1200-Cabinets with intermediate wall)
08 760 mm (for W:800-Cabinet)
10 960 mm (for W:1000-Cabinet)

T (depth): 0 535 mm (for Cabinet depths625 mm)
4 340mm (for Cabinet depths430 mm)
5 435 mm (for Cabinet depths525 mm)

Wardrobe Rail

Steel tube, chrome plated.

2x Wardrobe rail support.

Wardrobe Rail across Wardrobe Rail along
order No.: 480. 4878 000 (Wandrobe Rail cross)
BB (Width): 03 370mm (for W:800-Cabinets with Intermediate wall)
04 380 mm (for W:420-Cabinet)
05 470 mm (for W:1000-Cabinets with Intermediate wall)
06 570mm (for W:1200-Cabinets with Intermediate wall)
or W:800-Roller Shutter Cabinet)
08 760mm (for W:800-Cabinet
or W:1000-Roller Shutter Cabinet)
10 960 mm (for W:1000-Cabinet
or W:1200-Roller Shutter Cabinet) Order No.:
12 1160mm (for W:1200-Cabinet) 80.400.000 | Wardrobe Rail along
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Modular Cabinet System

Panels storage Shelf

Shelf Board with Slotted Plastic Mat.

For upright storage of DIN4training panels.

Order No.: 4SOGBBBA

BB (width): 04 380 mm (fOr W:420-Cabinet)
05 470mm (fOr W:1000-Cabinets with Intermediate wall)
06 570 mm (fOr W:1200-Cabinets with Intermediate wall
or W:800-Roller Shutter Cabinet)
08 760mm (fOr W:800-Cabinet
or w: 1000-Roller Shutter Cabinet)

T (depth): 0 545mm (for Cabinet depth625 mm)
4 350 mm (for Cabinet depth430 mm)
5 445 mm (for Cabinet depth525 mm)
A (version): 0 single sided

5 double sided

Storage Shelf for Didactic Component Boxes

Moulded storage shelf for up to 16 didactic component boxes.
2x Sliding rail for cabinets attachment.

Dimension:570 x 470mm

Fitting into cabinets with intermediate wall:
1200 x 525mm (width x depth)

or

1000 x 625mm (width x depth)

Order No.:

480.602.000 | Storage Self for Didactic Components Boxes, incl. Sliding Rails

5.12
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Integration Drawers

Steel drawer, black powder coated finish with telescoped
guide rail.

Load capacity: 700 N

Height: 91 mm

Order N04807BBTOO

BB (width): 04 380 mm (for W:420-cabinet)
06 570 mm (for W:1200-cabinets with intermediate wall)
08 760mm (for W:800-cabinet)
10 960 mm (for W:1000-cabinet)
12 1160 mm (for W:1200-cabinet)

T (depth): 0 for bench depth 625 mm
4 for bench depth 430 mm

Integration Files Support

Steel files support, black powder coat finish with teles-coped
guide rail.

Load capacity: 700 N

Order NO4SOSBBTOO

BB (width): 04 380mm (for W:420-cabinet)
06 570mm (for W:1200-cabinet with intermediate wall)
08 760 mm (for W:800-cabinet)
10 960 mm (for W:1000-cabinet)
12 1160mm (forW: 1200<€abinet)

T (depth): for bench depth :625 mm

0
4 for bench depth :430 mm

Faceplate for Integration Drawers and Files Support

480.88B.7H0

BB (width): 380mm
570mm
760mm
960 mm
1160mm

H (height):




Modular Cabinet System

Compensation Board

Height: 19 mm.

Melamine faced core board, lightgrey.

Order No.: 4802881-05

BB (width): 04 | 420mm
08 800mm
10 1000mm
12 1200mm
T (depth): 0 625mm
4 430 mm
5] 525mm
E(ESD-Version): 0 Standard-Version (non conductive)
5 ESD-Version (conductive)

Pull Out Tray Board

Height: 19 mm

Extendable tray board with

Order No.: 48OZBBT10

end stop and front handle.

BB (width): 08 800mm
10 1000 mm
12 1200mm
T (depth): 0 625 mm
4 430 mm
B 525mm

“»—hera Subject to modifications and amendments.
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Runner Track for Ladder (running meter)

Runner track incl. track holders and end stop.
Faceplate in cabinet colour, height: 160 mm.

Preassembled for simple installation.

Order No.:

480.500.000 Standard-Version
480.500.005 ESD-Version

Ladder

Oval tubular frames, light alloy made, plastic coated.
Clearance: approx. 550 mm

7 Steps.

Order No.:

480.510.000 Ladder Sliding Version
480.520.000 Ladder Hook-in-Version

480.510.000

480.520.000




Modular Cabinet System

Files Cabinet

Colour: lightgrey, pearl structured.

Body, melamine faced 19 mm chipboard made.

Completely assembled.

Sturdy, decorative rear wall (13 mm thick).

Dust shield by circulating rubber sealing rim behind the doors.

Stable metal suspension files frame with telescoped guide

rails. 485.204.400
Upper files drawer with lock. 485.308.400
Order No.: 485HBBTOO
H (height without base): 2 2 OH 720mm
3 | 3OH 1264nm
BB (width): 04 420mm
08 800mm
10 1000mm
12 | 1200mm
T (depth): 0 625 mm
4 430 mm
Drawer Cabinet
Colour: lightgrey, pearl structured.
Body, melamine faced 19 mm chipboard made.
Completely assembled. Sturdy, decorative rear wall (13 mm
thick). Dust shield by circulating rubber sealing behind the
drawers front.
Upper drawer with lock (master key system), metal made.
Drawers are made of black powder coated sheet steel with
telescoped guide rails.
Load capacity: 700 N, drawer height: 91 mm.
Drawers front panels are made of 19mm lightgrey melamine 486.204.030 486.308.470
faced chipboard, with metal handle (1HE = 64 mm).
order No.: 486 .HBB.TAE
H (height): 2 2 OH 720mm
3 | 30H 1264nm
BB (width): 04 420 mm
08 800 mm
10°111000mm 486.312.490
12 | 1200mm
T (depth): 0 625 mm
4 430 mm
A (number of drawer ): 3 height 720: 1x 3HE + 2x 4HE
4 height 720: 3x 3HE + 1x 2HE
5) height 720: 1x 3HE + 4x 2HE
height 1264: 2x HE+ 2x HE+ 1x SHE
6 height 1264: 5x 3HE + 1x 4HE
7 | height1264: 1x 3HE + 4x 2HE + 1x 5 HE
8 | height1264: 1x 3HE + 6x 2HE + 1x 5 HE
9 height 1264: 1x 3HE + 8x 2HE
E (ESD-Version): 0 Standard-Version (non conductive)

5 ESD-Version (conductive)
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Option: Drawer closingmechanism with Softstop

Automatic retraction and two dampers for drawers

Order No.:
486.502.000 | per drawer

Cabinet Drawers Perforated Panel

Fits into cabinet drawers for fixiction of dividers.
Consisting of:

¥ 2x black steel panel and 6 clips for fixation

Order No.:

486.504.000 W: 371Imm for cabinet width420 mm

486.506.000 W: 536mm for cabinet width1200 mm with Intermediate Wall
486.508.000 W: 736mm for cabinet width800 mm

486.510.000 W: 936mm for cabinet width1000 mm

486.512.000 W: 1136mm for cabinet width1200 mm

Cabinet Drawers Clip for Divider

To fix one drawer divider inside the cabinets drawer (2 pcs.).

Order No.:

486.500.000

Set

Cabinet Drawers Divider

Steel, black plastic coated finish.

For the cross partitioning between Cabinet Drawers Perforated
Panel or Cabinet Drawers Clip for Divider.

Punched to accept partitions.

Order No.:

486.520.000 W: 517mm for bench deptt625
486.520.400 W: 411mm for bench depthd30

Cabinet Drawers Partition

Fit between dividers.

Steel, black plastic coated finish.

Order No.:

486.524.000 A4 (310mm)
486.525.000 A5 (210mm)
486.526.000 A6 (15amm)
486.527.000 A7 (110mm)




Modular Cabinet System

Steel Drawer Cabinet

Welded sheet steel construction.

Recessed-grip cylinder lock with two keys.

Sheet steel drawers with precision ball bearing guides.
Drawers front height in mm.

Anti tilting device, once one drawer is pulled out, the others
are locked in.

Drawers:
¥ Full extension 100 % extendible. 498.707.530
¥ Load capacity 200 kg.

¥ Slotted for individual partitioning schemes.
Recessed handles to avoid injuries.

ESD-\érsion:

Conductive grey coating (sim. RAL 7036) or antracite
(sim. RAL 7016).

498.710.520

498.714.710

Order N0498BHHTSE

B (width): 1 1023 mm
7 717 mm
HH (hight): 07 700mm
10 1000mm
14 1450 mm
T (depth): 5 572mm
7 725mm
S (Drawer): 1 8x 75 (H: 700)

12x 75 (H: 1000)
18x 75 (H: 1450)

2 4x 75 + 2 x 150 H: 700)
4x 75 + 3x 100 + 2x 150 (H: 1000)
6x 75 + 3x 100 + 4x 150 (H: 1450)

3 2 X 75+ 2x 100 + 1x 250 (H: 700)
4x 75 + 2x 150 + 1x 300 (H: 1000)
2x 75 + 4x 100 + 4x 200 (H: 1450)

E(ESD-Version): 0 Standard-Version (non conductive)

5) ESD-Version (conductive)
. 5.18
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Slotted Partitions for Steel Cabinets

For lengthwise and crosswise division of drawer. oBed
increments like those of the drawer walls are in units of 17 mm.
The lower bevelled edge permits fastening to the perforated
bottom of the drawer surfaces.

Made of sheet steel, incl. fastening material.
Colour: grey NCS S 4502-B

Order No.:
Front Height:
50 75 100 150
18E/304 mm 496.012.015 496.012.124 496.012.016 496.012.017
27E/456 mm 496.080.085 496.080.089 496.080.095 496.080.101
36E/610 mm 496.080.088 496.080.091 496.080.097 496.080.103

Plain Partitions for Steel Cabinets

For lengthwise and crosswise division of drawer. The lower
bevelled edge permits fastening to the perforated bottom sur-
face of the drawer.

Incl. fastening material.
Made of sheet steel.

Colou: grey NCS S 4502-B.

Order No.:
Front Height:
50 75 100 150
18E/304 mm 496.012.088 496.012.121 496.012.089 496.012.090
27E/456 mm 496.080.237 496.080.121 496.080.127 496.080.133
36E/610 mm 496.080.239 496.080.123 496.080.129 496.080.135

Dividers for Steel Cabinets

Together with the slotted partitions, the dividers permit dra-
wer partitioning to meet individual requirements. The slanted
label holder fits across the whole width and accomodates
label holders or bar-code labels.

The lower bevelled edge in front permits fastening to the per-
forated bottom of the drawer surfaces. Made of aluminium

Order No.:
Front Height:
50 75 100 150
3E/48 mm 496.100.837 496.100.848 496.100.859 b
6E/99 mm 496.100.840 496.100.851 496.100.862 496.100.870
9E/150 mm 496.100.843 496.100.854 496.100.865 496.100.873
12E/201mm 496.100.845 496.100.856 496.100.867 496.100.875

18E/303mm 496.100.847 496.100.858 496.100.869 496.100.877




Modular Cabinet System

Welded sheet steel construction.

Interior fittings have 25 : 25 mm slotted increments.

Single piece sheet steel doors chose flush with the housing.
Doors open to 115j. Recessed-grip cylinder lock with two keys.

80 mm base height for high stability.

Order N0497HBBTOE

H (height): 2 1000 mm
& 1200mm
B 1950 mm
BB (width): 07 750mm
10 1000mm
12 1250mm
T (depth): 4 400mm
5 500 mm
E(ESD-Version): 0 Standard-Version (non conductive)
5 | ESD-AusfYhrung (conductive)

Galvanised sheet steel, 30 mm thick.
Long edges raised 4 x 90j, incl. 4 shelf supports.
Load capacity: 60 kg, evenly loaded.

Slotted to accept partitions.

Order No.:
497.007.500 730 x 426mm (WxD) for Cabinet50 x 500
497.010.500 982 x 426mm (WxD) for Cabinet000 x 500
497.075.500 1230 x 426mm (WxD)for Cabinet250 x 500
497.007.400 730 x 326mm (WxD) for Cabinet50 x 400
497.010.400 982 x 326mm (WxD) for Cabinet000 x 400

497.075.400 1230 x 326mm (WxD) for Cabinet250 x 400

Subject to modifications and amendments.



