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Article No:

Profi Extension Multi

For the modular extension of the rear bench legs.

2 x Profi aluminium extrusion with two detachable covers for
hidden cable runs.

System allows continuous extensions.

Easy and invisible connection to the rear Profi bench legs.

Colour: Same colour as chosen for Profi bench legs.

Incl. assembling material.

Profi Extension Single

For the modular extension of the rear bench legs.

2 x Profi aluminium extrusion.

System allows continuous extensions.

Easy connection to the rear Profi bench legs.

Colour: Same colour as chosen for Profi bench legs.

Incl. assembling material.

height

401.008.900 800mm
401.009.900 900mm
401.010.900 1000mm
401.012.900 1200mm
401.015.900 1500mm
401.018.900 1800mm

height

401.002.900 200mm
401.003.900 300mm
401.004.900 400mm
401.005.900 500mm
401.006.900 600mm
401.007.900 700mm

Article No:

height

401.008.902 800mm
401.009.902 900mm
401.010.902 1000mm
401.012.902 1200mm
401.015.902 1500mm
401.018.902 1800mm

height

401.002.902 200mm
401.003.902 300mm
401.004.902 400mm
401.005.902 500mm
401.006.902 600mm
401.007.902 700mm

Profi -Adapter for Existing Tables

Order No.:

401.100.900 Set of PROFI adapters for PROFI extensions
Two aluminium square tubes  40 x 40 with end caps, fixing
holes and threaded plates. Powder coated according to 
RAL codes. Length: 350 mm

Order No.:

401.100.000 EASY Bench prepared for acceptance of PROFI extensions
Tabletop and framework with 
fixing holes and cable access



standard

1295 2x 19Ó/7HE + 4,5EP 420.130.500 420.130.505
1500 2x 19Ó/7HE + 5EP 420.150.500 420.150.505
1600 3x 19Ó/7HE + 5,5EP 420.160.500 420.160.505
1800 3x 19Ó/7HE + 6EP 420.180.500 420.180.505
2000 3x 19Ó/7HE + 7EP 420.200.500 420.200.505
2303 4x 19Ó/7HE + 8EP 420.230.500 420.230.505

Article No:

19"-EP Bench Rack

Depth: 470/410mm; Height: 510mm, Colour: light grey.

Body made of 19mm laminated chipboard.

Tilted front for parallax-free meter-reading, accepting 19Ó
insertions.

Below upright section accepting EP panels of chapter 7.

Terminal blocks for mains connection and internal 3-phase 
distribution system.

Rear side steel panel with ventilation slots, two cable glands,
powder coated.
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19" Bench Rack 

Depth: 470/410 mm

Body made of 19 mm chipboard, lightgrey finish.

Rear sheet steel panel with ventilation slots, lightgrey powder
coated.

Two cable glands at rear panel.

Tilted 19"-Rack mounting frame.

Terminal blocks for mains connection and internal 3-phase
distribution system.

Width
Height 525 800 1035 1300 1530 1800 2030 2300

175 (3HE) 420.053.000 420.083.000 420.103.000 420.133.000 420.153.000 420.183.000 420.203.000 420.233.000
265 (5HE) 420.055.000 420.085.000 420.105.000 420.135.000 420.155.000 420.185.000 420.205.000 420.235.000
355 (7HE) 420.057.000 420.087.000 420.107.000 420.137.000 420.157.000 420.187.000 420.207.000 420.237.000

175 (3HE) 420.053.005 420.083.005 420.103.005 420.133.005 420.153.005 420.183.005 420.203.005 420.233.005
265 (5HE) 420.055.005 420.085.005 420.105.005 420.135.005 420.155.005 420.185.005 420.205.005 420.235.005
355 (7HE) 420.057.005 420.087.005 420.107.005 420.137.005 420.157.005 420.187.005 420.207.005 420.237.005

Article No:
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Article No:

19" Profi Bench Rack Superstructure 

Depth: 470 / 410 mm

Self carrying superstructure.

Body made of 19 mm laminated chipboard, lightgrey finish.

Sidewise cut-out for Profi extension profiles.

Bottom with ventilation slots. Closed, sectioned and detacha-
ble rear wall.

Tilted 19"-Rack mounting frame, right- and left room for 7HE
mains panel.

Front/Top sheet steel ventilation panel (in bench legs colour).

Termianl blocks for mains connection and internal 3-phase dis-
tribution system.

Width
Height 1295 1500 1600 1800 2000 2303 Corner

4HE 420.134.901 420.154.901 420.164.901 420.184.901 420.204.901 420.234.901 420.504.901
7HE 420.130.901 420.150.901 420.160.901 420.180.901 420.200.901 420.230.901 420.500.901

4HE 420.135.901 420.155.901 420.165.901 420.185.901 420.205.901 420.235.901 420.505.901
7HE 420.131.901 420.151.901 420.161.901 420.181.901 420.201.901 420.231.901 420.501.901



Cable Channel with Brush

With a brush strip sealed vertical cable channel for simple and
flexible clearance of cables.
Attached behind the Profi Extension. This cable channel
enables a quick and clear laboratory setup, even for short term
installations.
Made of metal, light grey powder coated. Incl. assembling set
for Profi attachment.
40 x 70mm (Width x Depth)

Article No:

Height

401.008.500 800 mm
401.009.500 900 mm
401.010.500 1000 mm
401.011.500 1100 mm
401.012.500 1200 mm

Height

401.003.500 300 mm
401.004.500 400 mm
401.005.500 500 mm
401.006.500 600 mm
401.007.500 700 mm

Cable Clearance Rake

The cable clearance rake provides simple but effective clearan-
ce possibilities for the laboratory workspace. Hanging cables
are cleanly organized from device to device, that minimises
errors caused by wrongly connected cables. Solid bolted
below the bench rack.

Made of aluminium, light grey powder coated. Incl. assemb-
ling set.

100 x 23mm (Depth x Height)

Cable Clearance Flap

With the cable clearance flap all measurement and interface
cables are easily stored, and interconnections between devi-
ces and to the desktop are simply possible.

Uncomfortable long and hanging cables disappear inside the
cable clearance flap.

390 x 40 / 110 mm (Depth x Height)

Article No:

Width

420.169.000 1600 mm 
420.189.000 1800 mm 
420.209.000 2000 mm 
420.239.000 2303 mm 

Width

420.089.000 800 mm 
420.099.000 900 mm 
420.109.000 1000 mm 
420.139.000 1295 mm 
420.159.000 1500 mm 

Article No:

Width

420.189.500 1720 mm
420.209.500 1920 mm
420.239.500 2223 mm 

Width

420.139.500 1215 mm
420.159.500 1420 mm
420.169.500 1520 mm

With the cable clearance flap all measuring- and interface cables can be clearly
interconnected between the bench-rack attached devices and the worktop loca-
ted set up.
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19" Mobile Rack

Width: 520 mm

Body, 19 mm chipboard made, with 2 mm plastic edge.

Bottom with four 75 mm casters, two with brakes.

Detachable Installation side door with lock.

Rear with cable access.

Top with holes for suspended assembly.

Front with recessed 19" brackets, guide rails and cage nuts to
carry 19" Insertions.

19Ó Pedestal Rack

Width: 520 mm
Body, 19 mm chipboard made, with 2 mm plastic edge.
Cabinet base with metal levellers.
Detachable Installation side door with lock.
Rear with cable access.
Top with holes for suspended assembly.
Front with recessed 19" brackets, guide rails and cage nuts to
carry 19" Insertions.

Height 570 770

670 (12HE) 474.512.000 474.712.000
780 (14HE) Ð 474.714.000
1090 (21HE) Ð 474.721.000

Article No:

Height 570 770

710 (14HE) 473.512.000 473.712.000
750 (14HE) Ð 473.812.000
1070 (21HE) Ð 473.721.000

Article No:

19" Suspended Rack

Width: 520 mm 
Body, 19 mm chipboard made, with 2 mm plastic edge.
Detachable Installation side door with lock.
Rear with cable access.
Top with holes for suspended assembly.
Front with recessed 19" brackets, guide rails and cage nuts to
carry 19" Insertions.

Height 570 670 770

220 (4HE) 472.504.000 472.604.000 472.704.000
355 (7HE) 472.507.000 472.607.000 472.707.000
580 (12HE) 472.512.000 472.612.000 472.712.000

Article No:
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Article No:

Height

475.014.000 14 HE
475.021.000 21 HE

Height

475.004.000 4 HE
475.007.000 7 HE
475.012.000 12 HE

Article No:

Height

475.514.000 14 HE
475.521.000 21 HE

Height

475.504.000 4 HE
475.507.000 7 HE
475.512.000 12 HE

Wooden Door for 19" Rack

19 mm core board with lightgrey melamine finish and round
edges.

Metal hinges.

Metal handle and lock with two keys (locking system).

Glass Door for 19" Rack

6 mm Safety glass. Metal hinges.

Metal handle and lock with two keys (locking system).



Profi 19"-Rack

Stable rack with design matching with the Profi -benches. 

Width: 610 mm, Depth: 645 mm 

Colour: Side walls and rear in light grey. Profiles, base frame
and top in hera RAL Code.

Rear door with lock and cable glands. Side walls detachable.

Mobile and Pedestal applications are possible.

Optionally with casters for heavy duty (height: + 90 mm) or
levellers (height: + 20 mm).

Article No:

Height

470.032.901 32HE/1480 mm
470.034.901 34HE/1570 mm
470.038.901 38HE/1750 mm
470.043.901 43HE/1970 mm
470.044.901 44HE/2020 mm
470.047.901 47HE/2150 mm

Height

470.014.901 14HE/670 mm
470.016.901 16HE/760 mm
470.020.901 20HE/940 mm
470.025.901 25HE/1160 mm
470.026.901 26HE/1210 mm
470.029.901 29HE/1340 mm

Glass Door for Profi 19Ó-Rack

Partially glassed Plexiglass door with lock.

Hinges left- or right side attached.

Article No:

Height

471.038.000 38HE
471.044.000 44HE
471.047.000 47HE

Height

471.014.000 14HE
471.020.000 20HE
471.026.000 26HE
471.032.000 32HE

Article No:

471.000.150 Guiding Rails for 19"-Rack (Set 2pcs.) 
Length: 417mm.

471.000.000 Set of casters for mobile application max. Load 300 kg
471.000.100 Set of levellers for pedestal application.
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19" Rack Drawer

Steel drawer with telescoped guide rails. Front wi h lock and
handle bar.

Article No:

341.009.200 2HE
341.009.300 3HE
341.009.400 4HE

With attached keyboard.

Attachment Flap for Profi 19Ó Rack 

Lightgrey worktop.

Two stable flap hinges for Rack attachment.

Dimension: 400 x 630 x 200 mm (WxDxH).

Article No:

479.000.000 piece

19" Rack Drawer for Keyboard

Article No:

377.070.200 1HE
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Article No:

Height

394.007.500 7 HE
394.010.500 10 HE

Height

394.003.500 3 HE
394.004.500 4 HE
394.006.500 6 HE

19" Carrying Case 

In the Carrying Case some 19"-Slide-in-Units can be stacked.
The Case is equipped with guiding rails, handles, slotted bot-
tom and rear panel for cooling and come with power cord.
Width: 520 mm; depth: 490 mm; colour: lightgrey



331.062.400

331.062.301 331.072.301Article No:

331.072.300 3phase 400V, RCD Type A, Emergency OFF with SE
331.072.301 3phase  400V, RCD Type A, Emergency OFF with DE
331.072.306 3phase  400V, RCD Type A, PA
331.072.303 3phase  400V, RCD Type B, Emergency OFF with DE
331.072.304 3phase  400V, RCD Type B, Emergency OFF with SE
331.072.307 3phase  400V, RCD Type B, PA
331.062.300 1phase  230V, RCD Type A, Emergency OFF with SE
331.062.301 1phase  230V, RCD Type A, Emergency OFF with DE
331.062.306 1phase  230V, RCD Type A, PA
331.062.303 1phase  230V, RCD Type B, Emergency OFF with DE
331.062.304 1phase  230V, RCD Type B, Emergency OFF with SE
331.062.307 1phase  230V, RCD Type B, PA

DE = rotation release    SE = key release    PA = black OFF button

Article No:

331.062.400 1phase 230 V
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19" Mains Supply Panel 1phase 230 V 4HE

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

1 x RCD (residual-current-operated protective device) 30mA
tripping current 4poles 25 A/30 mA. 

1 x motor protecting switch, release current: 10...16 A.

1 x Undervoltage trip.

1 x Emergency Off. 

Indicator lamp (one lamp each phase). Cable harness.

19" Mains Supply Panel 7HE

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

1 x RCD (residual-current-operated protective device) 30 mA
tripping current 4poles 25 A/30 mA. 
1 x motor protecting switch, release current: 10...16A.
1 x Undervoltage trip. 

1 x Emergency Off or black OFF button. Indicator lamp (one
lamp each phase). Cable harness.

Signal Lamp

Signal Lamp, dimension: 70mm with base, for a total height of
240mm

Red and green signal element (continuous light: 230V/5W)

Incl. power cord; for positioning on top of the bench rack and
connection to the mains panel. 

Article No:

331.032.100



332.062.302

332.072.302

Article No:

332.072.300 3phase 400V, RCD Type A, Emergency OFF with SE, 2HE
332.072.302 3phase 400V, RCD Type A, Emergency OFF with DE, 2HE
332.072.306 3phase 400V, RCD Type A, PA, 2HE
332.072.303 3phase 400V, RCD Type B, Emergency OFF with DE, 2HE
332.072.304 3phase 400V, RCD Type B, Emergency OFF with SE, 2HE
332.072.307 3phase 400V, RCD Type B, PA, 2HE
332.062.300 1phase 230V, RCD Type A, Emergency OFF with SE, 2HE
332.061.302 1phase 230V, RCD Type A, Emergency OFF with DE, 2HE
332.061.306 1phase 230V, RCD Type A, PA, 2HE
332.061.303 1phase 230V, RCD Type B, Emergency OFF with DE, 2HE
332.061.304 1phase 230V, RCD Type B, Emergency OFF with SE, 2HE
332.061.307 1phase 230V, RCD Type B, PA, 2HE

DE = rotation release    SE = key release    PA = black OFF button

Option REMOTE for Mains Panel

With up to 4 relay outputs and/ or 4 digital inputs to control
bench-rack attached devices by LAN- or USB-Interface. Incl.
LabView Driver for control Ð and evaluation software
WINremote.

Article No:

xxx.xxx.x7x Option REMOTE USB
xxx.xxx.x8x Option REMOTE LAN 

Article No:

332.372.300 3phase 400V/32A, RCD Type A, 
Emergency OFF with key release, 3HE

332.372.302 3phase 400V/32A, RCD Type A, 
Emergency OFF with rotation release, 3HE

332.372.303 3phase 400V/32A, RCD Type B, 
Emergency OFF with rotation release, 3HE

332.372.304 3phase 400V/32A, RCD Type B, 
Emergency OFF with key release, 3HE
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19" Mains Supply 2HE

Powder coated aluminium front panel with abrasion-proof silk
screen printing. 

1 x RCD (residual-current-operated protective device) 30 mA
tripping current 2poles 25 A/30 mA

1 x motor protecting switch, release current:
10...16 A 1 x Undervoltage trip, 1x Emergency Off or black OFF
button

1 x (1-phase), 3 x (3-phase) Indicator light, 
1 x Schuko Socket Outlet. Rackmount design.

19" Mains Supply 32 A

Powder coated aluminium front panel with abrasion-proof silk
screen printing. 

1 x RCD (residual-current-operated protective device) 30 mA
tripping current 4poles 40 A/30 mA

1 x motor protecting switch, release current: 32 A

1 x Undervoltage trip

1 x Emergency Off, Indicator lamp, one each phase.

1 x CEE Socket Outlet 32 A, 5 x 4 mm-Safety jack (L1, L2,
L3, N, PE), Rackmount design.



19" Blank Mains Panel 

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

Width: 115 mm

Article No:

331.000.300 7HE
331.000.400 4HE

S
ub

je
ct

 t
o 

m
od

ifi
ca

tio
ns

 a
nd

 a
m

en
dm

en
ts

.

10.12

19
Ó

 B
en

ch
 R

ac
ks

Article No:

Height

340.006.400 6HE
340.007.400 7HE

Height

340.003.400 3HE
340.004.400 4HE

19" Unequipped Insertions

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

Two metal handles and set of fixing screws. Sidepanels pun-
ched and anodized sheet steel.

Bottom and top cover with ventilation slots.

Rear anodized sheet steel made, cable and 1 m connection
cable with Schuko plug. 

Height: in HE, depth: 360 mm, width: 19" (483 mm).
Rackmount design.

19" Blank Panel

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

Width: 19" (483 mm), height to HE (1HE= 44,45 mm)

Rackmount design.

Article No:

340.001.300 1HE
340.002.300 2HE
340.003.300 3HE
340.004.300 4HE
340.005.300 5HE
340.006.300 6HE
340.007.300 7HE
340.021.300 1HE with ventilation slots



Article No:

331.007.351 3x schuko-socket, with additional switch 
for overhead lamp, 7HE

331.021.301 3 x schuko-socket, 7HE
331.021.401 2 x schuko-socket, 4HE
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331.006.300

331.006.400

331.007.301

331.021.301331.007.351

331.021.401

19" Mains Panel with Emergency-Off 

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

1 x Emergency Off with opener contact, unwired

Article No:

331.006.300 7HE
331.006.400 4HE
331.007.301 with 3 x schuko socket,7HE

19" Mains Panel with Schuko Sockets

Powder coated aluminium front panel with abrasion-proof silk
screen printing and handle.

45¡ turned grey Schuko socket (for angle-plugs).

Illuminated 2pole switch.
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19" Schuko Sockets

Powder coated aluminium front panel with abrasion-proof silk
screen printing. 5 x 45¡ turned grey Schuko socket (for 
angle-plugs).

3 x 4 mm-Safety jacks (L, N, PE). 1 x Illuminated 2pole switch.
Rackmount design.

Article No:

341.402.101 2HE

19"Outlet Floating Voltage

Powder coated aluminium front panel with abrasion-proof silk
screen printing. Toroidal insulation transformer for floating
socket supply 230 V.

Flush mount circuit breaker. Schuko-Franco-American univer-
sal socket without protection earth contact for tap of floating
voltage.

45¡ turned grey Schuko socket (for angle-plugs).

3 x 4 mm-Safety jacks (L, N, PE) only 341. series

Illuminated 2pole switch. 

Rackmount design.

Article No:

331.025.301 700 VA/3 A+ 2 x schuko-socket,7HE-Mains Panel
341.503.101 700 VA/3 A+ 4 x schuko-socket,3HE-Insertion
341.503.105 3700 VA/16 A+ 4 x schuko-socket,4HE-Insertion

331.025.301

341.503.101

341.503.105
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19" CEE-Socket Panel 

Powder coated aluminium front panel with abrasion-proof silk
screen printing. 1 x CEE-Socket 400 V/16 A/6h/5 poles. 

45¡ turned grey Schuko socket (for angle-plugs). Rackmount
design.

Article No:

331.203.301 + 2 x schuko-socket,7HE-Mains Panel
341.203.301 + 5 x schuko-socket,2HE-Panel

19" Floating-Voltage Outlet + CEE Socket 

Powder coated aluminium front panel with abrasion-proof silk
screen printing. Toroidal insulation transformer 700 VA for
floating socket supply 230 V/3 A. Flush mount 3 A circuit brea-
ker.

Schuko-Franco-American universal socket without protection
earth contact for tap off floating voltage.

45¡ turned grey Schuko socket (for angle-plugs).

5 x 4 mm-Safety jack (L1, L2, L3, N, PE)

1 x CEE-Socket 400 V/16 A/6h/5 poles

Illuminated 2pole switch. Rackmount design.

331.403.301

341.403.301

341.203.301

331.203.301

Article No:

331.403.301 + 1 x schuko-socket,7HEMains Panel
341.403.301 + 3 x schuko-socket,3HE Insertion

19" Analogue Readings

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

1 x Analogue voltage reading with selector switch.

3 x Analogue current reading (L1, L2, L3), 45¡ turned grey
Schuko socket (for angle-plugs).

1 x CEE-Socket 400 V/16 A/6h/5poles

5 x 4 mm-Safety jack (L1, L2, L3, N, PE). 

Illuminated 2pole switch and relay for mains disconnection.

Rackmount design.

Article No:

341.389.401 3HE Insertion



342.273.604

Article No:

341.389.501 16A with RS232-Interface and 4 x reading, 4HE
341.389.601 16A without RS232-Interface and 3 x reading, 3HE
341.389.505 5A with RS232-Interface and 4 x reading, 4HE
341.389.605 5A without RS232-Interface and 3 x reading, 3HE
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19" Multi Measuring Unit 

Powder coated aluminium front panel with abrasion-proof silk
screen printing. 

Measurement of current, voltage, active, reactive and appa-
rent power, active and reactive energy, neutral conductor cur-
rent, power factor and frequency, 3 meters for active power:
Incoming/outgoing with high/low tariff, 3 meters for reactive
power: Inductive/capacitive with high/low tariff, 5 values each
for active, reactive and apparent power averages with pro-
grammable interval times. Two S0-outputs for pulse or limit
values. Accurate measured values for U, I = 0.5 %, F = 0.02 Hz,
others 1 %. Storage of minimum and maximum values. 5 x 
4 mm-Safety jacks (L1, L2, L3, N, PE). 

Illuminated 2pole switch and relay for mains disconnection.
Rackmount design.

Option: Multifunctional  Measuring Unit LCD

All modules and insertions of chapter 7 Ð 11 with multi measu-
ring unit could optionally be equipped with the multifunctional
measuring unit LCD. Special for this unit is the high measuring
accuracy and the ability to be upgraded by USB- and Ethernet
Interface. 

¥ Dimension: 96x96mm

¥ Graphical-LCD-Display 128 x 80 Pixel with four variably 
programmable readings

¥ 4x push buttons for operation

Measuring parameters:

¥ Voltage TRMS (phase-, system- and mesh voltage); 
accuracy: ±0,2%  

¥ Phase current TRMS (calculated neutral current); accuracy:
±0,2%  

¥ Power (effective power, reactive power, apparent power of
phase and in total); accuracy: ±0,5% v. EW

¥ P.F. (power factor of each phase and in total); accuracy: 
±0,5%

¥ Frequency (frequency measurement of measured voltage); 
accuracy: ±0,05%

¥ Function max. value (HIGH) and min. value (LOW) for 
acquisition and memory of instant voltage -, current -, power
-, PF Ð and frequency values 

¥ Mean function

¥ max. values (max. demand) of power and current
¥ Asymmetry of voltage and current
¥ Distortion factor in total (THD) of voltages and currents

¥ Harmonic analysis of voltage and current up to the 31. 
harmonic wave

¥ Counter for effective-, reactive- and apparent energy 
(partial and total counter, with programmable function for rates)

¥ Hour meter (total and operation hour counter, programmable)

¥ Impulse counter for general applications

341.389.501

341.389.601

Article no. for all devices with ÒMulti Measurign UnitÓ:

XXX.XXX.XX4 Catalogue Chapter 7-11 but with multifunctional measuring unit LCD 
XXX.XXX.XX7 Catalogue Chapter 7-11 but with multifunctional measuring unit LCD and USB Interface
XXX.XXX.XX8 Catalogue Chapter 7-11 but with multifunctional measuring unit LCD and Ethernet Interface
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341.253.300

331.253.300331.253.100

19" Digital Soldering and Desoldering Station

Powder coated aluminium front panel with abrasion-proof silk
screen printing and handle.

1 x illuminated switch.

Digital Soldering Station:

adjustable electronic temperature control  50¡C Ð 450¡C

digital display for nominal and effective temperature

antistatic soldering iron 80W with stand and sponge

connector for soldering fume extraction

Digital Desoldering Station 

adjustable electronic temperature control 50¡C Ð 450¡C

digital display for nominal and effective temperature

vacuum pump with manometer

24V/80W desoldering iron with stand and sponge
Article No:

331.253.100 Soldering 7HE-Module
331.253.300 Soldering + Desoldering 7HE-Module
341.253.300 Soldering + Desoldering 2HE-Panel

Article No:

380.010.300 4HE

Article No:

380.010.100 3HE

19" Load Resistance 50 W 

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

4 Variable adjustable load resistors 50 W (testing voltage 2,5 kV)
0 - 10 ½/50 W, 2,2 A
0 - 100 ½/50 W, 0,7A
0 - 1 k½/50 W, 0,2 A
0 - 10 k½/50 W,  0,1 A 

Every resistor with thermal circuit breaker for overload protec-
tion. Each resistor with two end outputs and one center tap by
4 mm safety jack.

19" Load Resistance 300 W

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

4 Variable adjustable load resistors 50 W (testing voltage 2,5 kV)
0 - 10 ½/50 W, 5,4 A
0 - 100 ½/50 W, 1,7 A
0 - 1 k½/50 W, 0,5 A
0 - 10 k½/50 W,  0,2 A

Every resistor with thermal circuit breaker for overload protec-
tion. Each resistor with two end outputs and one center tap by
4 mm safety jack.
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Article No:

analogue digital

342.273.101 342.273.501 0 - 270 V/3 A, 3HE
342.275.101 342.275.501 0 - 270 V/5 A, 4HE
342.280.101 342.280.501 0 - 270 V/10 A, 4HE
342.282.101 342.282.501 0 - 270 V/12 A, 4HE
342.301.101 342.301.501 0 - 300 V/10 A, 4HE
342.286.101 342.286.501 0 - 270 V/16 A, 7HE
342.306.101 342.306.501 0 - 300 V/16 A, 7HE

19" AC Source 1 Phase 

Powder coated aluminium front panel with abrasion-proof 
silk screen printing.

1 x Variac and series connected isolation transformer 
0...100%, with inrush current limiter. Flush mount circuit 
breakers.

1 x Switch over output between 4 mm safety jacks and
Schuko-Franco-American universal socket without protect
on earth contact for tap off floating voltage.

Current and voltage readings
analogue: Moving Iron, Class 1,5
digital: 3 digits True RMS, accuracy: 0,5% +/- 1digit

Illuminated 2pole switch.
Rackmount design.

342.273.101

19" AC/DC Source 1 phase 

Powder coated aluminium front panel with abrasion-proof
silk screen printing.

1 x Variac and series connected isolation transformer 
0...100 %, with inrush current limiter. Flush mount circuit 
breakers.

1 x Bridge rectifier for pulsating DC voltage, ripple 48%

AC/DC voltage with tap off at 4 mm safety jacks.

Current and voltage readings
analogue: Moving Iron, Class 1,5
digital: 3 digits True RMS, accuracy: 0,5% +/- 1digit

Illuminated 2pole switch.
Rackmount design.

Article No:

346.273.101 0 - 270 V/3 A + 0 - 60 V/10 A, analogue,3HE
346.273.501 0 - 270 V/3 A + 0 - 60 V/10 A, digital, 3HE
346.275.101 0 - 270 V/5 A, analogue,4HE
346.280.101 0 - 270 V/10 A, analogue,4HE



19" Interface controlled AC/DC Source REMOTE

The device generation REMOTE is a network ready appliance
series with the unique NetMultiUsing (simultaneous operation
by device control elements and all interfaces). The microcon-
troller based NetMultiUsing-concept consists of the interface
module (LAN, USB and RS232), and the device control modu-
le (full-graphics display, wear less turn encoders, free configu-
rable buttons and LEDs) and the process module, which com-
municate by internal bus.

¥ Motor driven variable transformer with indirect coupled 
isolating transformer for output 0...100% earth free voltage. 
Protected by flush mount thermo-magnetic fuse.

¥ Electronic voltage stabilization for load Ð and input 
variations.

¥ Output at safety jack and / or universal outlet

¥ Two TrueRMS transmitter for current Ð and voltage display

¥ Background illuminated full-graphics display (64 x 38mm) 
for indication of current and voltage (setting point and 
actual value). With password protected full text 
configuration menu.

¥ Rotary pulse encoder for voltage adjustment and operation 
on the configuration menu.

¥ Output on/off switch with push button and LED status 
indication

¥ USB - or RS232 interface with NetMultiUsing for complete 
remote control of all functions

¥ Additionally with LAN interface at the rear (10 base TI/ 
100base Tx;  parameter driven by external software)

¥ incl. LabView driver and operation software

Article No:

USB LAN

AC 0-270V/3A 3HE 342.273.800 342.273.805
AC 0-270V/5A 4HE 342.275.800 342.275.805
AC 0-270V/10A 7HE 342.280.800 342.280.805
AC/DC 0-270V/3A + 346.273.800 346.273.805
0-60V/10A 4HE
current controlled0-60A /6,6V 4HE 349.600.800 349.600.805
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342.275.601

19" AC Supply 1Phase with Multi Measuring Unit 

Powder coated aluminium front panel with abrasion-proof 
silk screen printing.

1 x Variac and series connected isolation transformer 
0...100 %, with inrush current limiter. Flush mount circuit 
breakers.

1 x Switch over output between 4 mm safety jacks and 
Schuko-Franco-American universal socket without protect
on earth contact for tap off floating voltage. 

Measurement of current, voltage, active, reactive and appa
rent power, active and reactive energy, neutral conductor 
current, power factor and frequency. Accurate measured 
values for U, I = 0.5 %, F = 0.02 Hz, others 1 %.

Storage of minimum and maximum values. Displays of the 
values with a high contrast 14 mm high LED display.

Illuminated 2pole switch. Rackmount design.

Article No:

342.273.602 0 - 270 V/3 A, without RS232-Interface and 3 x reading, 3HE
342.275.601 0 - 270 V/5 A, without RS232-Interface and 3 x reading, 4HE
342.275.701 0 - 270 V/5 A,with RS232-Interface and 4 x reading,4HE
342.280.601 0 - 270 V/10 A, without RS232-Interface and 3 x reading, 4HE
342.280.701 0 - 270 V/10 A, with RS232-Interface and 4 x reading,4HE
342.282.701 0 - 270 V/12 A, with RS232-Interface and 4 x reading,4HE
342.286.701 0 - 270 V/16 A, with RS232-Interface and 4 x reading,7HE
342.301.701 0 - 300 V/10 A, with RS232-Interface and 4 x reading,4HE
342.306.701 0 - 300 V/16 A, with RS232-Interface and 4 x reading,7HE

<< Note: 3phase supply is necessary for 16A output >>
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19" AC Supply 3phase with Multi Measuring Unit 

1x Three phase variac, delta connected 0...100 %, with inrush
current limiter. Flush mount circuit breakers.

earth free: with series connected isolated transformer for gal-
vanically separated outputs.

Measurement of current, voltage, active, reactive and apparent
power, active and reactive energy, neutral conductor current,
power factor and frequency. 

Accuracy: U, I:  +/- 0,5 %, P, Q, S, PF counter: +/- 1,0 %; F: +/-
0,02 Hz
illuminated switch with relay for mains disconnection

Article No. non Earthfree:

343.335.601 0 - 400 V/3 A, without RS232-Interface and 3 x reading, 4HE
343.335.701 0 - 400 V/3 A with RS232-Interface and 4 x reading,4HE
343.455.601 0 - 450 V/5 A, without RS232-Interface and 3 x reading, 7HE
343.455.701 0 - 450 V/5 A with RS232-Interface and 4 x reading,7HE
343.460.601 0 - 400 V/10 A, without RS232-Interface and 3 x reading, 7HE
343.460.701 0 - 400 V/10 A with RS232-Interface and 4 x reading,7HE

Article No. Earthfree:

343.336.601 0 - 400 V/3 A, without RS232-Interface and 3 x reading, 4HE
343.336.701 0 - 400 V/3 A with RS232-Interface and 4 x reading,4HE
343.456.601 0 - 450 V/5 A, without RS232-Interface and 3 x reading, 7HE
343.456.701 0 - 450 V/5 A with RS232-Interface and 4 x reading,7HE
343.461.601 0 - 400 V/10 A, without RS232-Interface and 3 x reading, 7HE
343.461.701 0 - 400 V/10 A with RS232-Interface and 4 x reading,7HE
343.557.601 0 - 520 V/7 A, without RS232-Interface and 3 x reading, 7HE
343.557.701 0 - 520 V/7 A with RS232-Interface and 4 x reading,7HE

19" AC Supply 3 phase 

Powder coated aluminium front panel with abrasion-proof 
silk screen printing.

1 x Three phase variac, delta connected 0...100 %, with 
inrush current limiter. Flush mount circuit breakers.

earth free: with series connected isolated transformer for gal-
vanically separated outputs.

VARIABLE VOLTAGE OUTPUTS:

1 x CEE-Socket 400 V/16 A/6h/5poles

5 x 4 mm-Safety jack (L1, L2, L3, N, PE)

1 x  Schuko socket

FIXED VOLTAGE OUTPUTS:

1 x CEE-Socket 400 V/16 A/6h/5poles

5 x 4 mm-Safety jack (L1, L2, L3, N, PE)

1 x Schuko socket

1 x Voltage reading, with measuring point selector

3 x Current readings L1, L2 and L3

Current and voltage readings
analogue: Moving Iron, Class 1,5
digital: 3 digits RMS, accuracy: 0,5 % +/- 1 digit

Illuminated 2pole switch and relay for mains disconnection.
Rackmount design.

Article No. non Earthfree:

analogue digital

343.335.101 343.335.501 0 - 400 V/3 A, 4HE
343.455.101 343.455.501 0 - 450 V/5 A, 7HE
343.460.101 343.460.501 0 - 400 V/10 A, 7HE

Article No. Earthfree:

analogue digital

343.336.101 343.336.501 0 - 400 V/3 A, 4HE
343.456.101 343.456.501 0 - 450 V/5 A, 7HE
343.461.101 343.461.501 0 - 400 V/10 A, 7HE
343.557.101 343.557.501 0 - 520 V/7 A, 7HE



19" AC Supply 3phase Floating Voltage + Multi Measuring Unit .

19" AC/DC Supply 3-phase, analogue.
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19" AC/DC Supply 3-phase 

Powder coated aluminium front panel with abrasion-proof 
silk screen printing, with inrush current limiter. Flush mount
circuit breakers.

Three phase variac in star-connection for an output voltage of
0.... 100 %.

earth free: with series connected isolating transformer for gal-
vanically separated outputs.

VARIABLE VOLTAGE OUTPUTS:

1 x CEE-Socket 400V/16A/6h/5poles

5 x 4 mm-Safety jack (L1, L2, L3, N, PE)

1 x Schuko socket

1 x AC Voltage reading, with measuring point selector.

3 x AC current reading L1, L2, L3

Current and voltage readings
Analogue: Moving Iron, Class 1,5
digital: 3 digits RMS, accuracy: 0.5 % +/- 1digit

1 x DC voltage- and current reading.

2 x 4 mm safety jacks red and blue for DC tap off 
(DC voltage=1,35*AC).

6-Point rectifier (Ripple 4,3%), 

Illuminated 2pole switch and relay for mains disconnection.

Rackmount design.

Article No. non Earthfree:

analogue digital

347.335.101 347.335.501 0 - 400 V/3 A, 7HE
347.455.101 347.455.501 0 - 450 V/5 A, 7HE
347.460.101 347.460.501 0 - 400 V/10 A, 7HE

Article No. Earthfree:

analogue digital

347.336.101 347.336.501 0 - 400 V/3 A, 7HE
347.456.101 347.456.501 0 - 450 V/5 A, 7HE
347.461.101 347.461.501 0 - 400 V/10 A, 7HE
347.557.101 347.557.501 0 - 520 V/7 A, 7HE



Article No:

356.400.100 7HE
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Powder coated aluminium front panel with abrasion-proof silk
screen printing.
1x Three phase variac and isolation transformer 0...100%, with
inrush current limiter. Flush mount circuit breakers. Motor
junction plate with 7x 4mm-Safety jack (U1, U2, V1, V2, W1, W2
and PE).
Selector switch for rotation field direction.
Selector switch for star/delta change over.
5x 4mm-Safety jack (L1, L2, L3, N, PE)
1x CEE-Socket 400V/16A/6h/5poles
1x Multi measuring unit
Simultaneous display of up to three measurement values. PC
Interface. Measurement of current, voltage, active, reactive
and apparent power, power factor, line frequency and energy.
Optionally: Software for read-out and processing of instanta-
neous or stored values.
Accuracy: U, I: +/- 0,5%, P,Q,S,PF, Counter: +/- 1,0%, F: +/-
0,02Hz.

Illuminated 2pole switch and relay for mains disconnection. 

19" Motor Tester with Variac

Powder coated aluminium front panel with abrasion-proof 
silk screen printing.

1 x Three phase variac and isolation transformer 0...100 %, 
with inrush current limiter. Flush mount circuit breakers. 
Motor junction plate with 7x 4 mm-Safety jack (U1, U2, 
V1, V2, W1, W2 and PE). Selector switch for rotating field direc-
tion. Selector switch for star/delta change over.

5 x 4 mm-Safety jack (L1, L2, L3, N, PE)

1 x CEE-Socket 400 V/16 A/6h/5poles

1 x AC Voltage reading, with measuring point selector.

3 x AC Current readings. Analogue: Moving Iron, Class 1,5.

Illuminated 2pole switch and relay for mains disconnection. 
Rackmount design.

Article No:

385.381.100 0 - 400 V/10 A, 7HE

19" Motor Tester with Variac and Multi Measuring Unit

Article No:

385.381.600 0 - 400 V/10 A, without RS232-Interface and 3 x reading, 7HE
385.381.700 0 - 400 V/10 A, with RS232-Interface and 4 x reading,7HE

19" Motortester with Frequency Converter 0 - 400 Hz / 0 - 400 V

Powder coated aluminium front panel with abrasion-proof silk
screen printing. Menue navigated  trapeze converter 0 - 400
Hz(max. 650 Hz).

Variable output voltage by variac 0...400 V / 6A.
Selector switch for rotating field direction.
Frequency adjustment at 10gear potentiometer.

4 x 4 mm-Safety jack (L1, L2, L3, PE)
1 x CEE-Socket 400 V/16 A/6h/5poles
1 x AC Voltage reading, 3x AC Current reading

Analogue: Moving Iron, Class 1,5.
Illuminated 2pole switch and relay for mains disconnection.
Rackmount design.
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19" Motor Tester with Analogue Reading

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

Rocker switch for adjustment of external variac (order separately,
10.24).

Motor junction plate with 7x 4mm-Safety jack (U1, U2, V1, V2,
W1, W2 and PE).

Selector switch for rotation field direction.
Selector switch for star/delta change over.
5x 4mm-Safety jack (L1, L2, L3, N, PE)
2x CEE-Socket 400V/16A/6h/5poles

1x analogue AC Voltage Reading with measuring point selector.
3 x AC Current readings. Analogue moving iron, Class 1,5;
Illuminated 2pole switch and relay for mains disconnection.
Rackmount design.

Article No:

385.382.100 25 A, 7HE
385.384.100 40 A, 7HE
385.386.100 60 A, 7HE
385.399.100 100 A, 7HE

19" Motor Tester with Multi Measuring Unit

Powder coated aluminium front panel with abrasion-proof silk
screen printing. Rocker switch for adjustment of external variac
(order separately, 10.24). Motor junction plate with 7x 4mm-
Safety jack (U1, U2, V1, V2, W1, W2 and PE).
Selector switch for rotation field direction.
Selector switch for star/delta change over.
5x 4mm-Safety jack (L1, L2, L3, N, PE)
2x CEE-Socket 400V/16A/6h/5poles
1x Multi measuring unit

Simultaneous display of up to three measurement values. PC
Interface. Measurement of current, voltage, active, reactive
and apparent power, power factor, line frequency and energy.

Optionally: Software for read-out and processing of instanta-
neous or stored values.
Accuracy: U, I: +/- 0,5%, P,Q,S,PF, Counter: +/- 1,0%, F: +/- 0,02Hz.
with RS232-Interface at front panel Illuminated 2pole switch
and relay for mains disconnection.

Rackmount design
Article No:

385.382.700 25 A, 7HE
385.384.700 40 A, 7HE
385.386.700 60 A, 7HE
385.399.700 100 A, 7HE
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External Variac for Motor Tester 

Sheet steel housing with four casters, two with brakes.

Motor driven three phase variac. Inrush current limiter.

Input terminal blocks and fuses.

RCD protected output, connection to terminal blocks.

Article No:

285.516.100 0 - 400 V/16 A
285.525.100 0 - 400 V/25 A
285.540.100 0 - 400 V/40 A
285.550.100 0 - 400 V/50 A
285.560.100 0 - 400 V/60 A
285.599.100 0 - 400 V/100 A

19" Electricity Meter Tester

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

VOLTAGE SOURCE:

3 x individually adjustable variac for tap off earthfree voltage
0 - 230 V/2,5 A.

Protected by flush mount circuit breakers.

Output at 4 x 4 mm Safety jacks (L1, L2, L3, N).

3 x analogue voltage reading (Moving iron instrument, class 1,5)

CURRENTSOURCE:

3x individually adjustable variac for top of earthfree current 
0 - 60 A/6,6 V.

Protected by flush mount circuit breakers.

Output at 6 x 4 mm Safety jacks (L1-L1Õ, L2-L2Õ, L3-L3Õ).

3 x analogue current reading (Moving iron instrument, class 1,5)

Illuminated Switch

Article No:

353.260.101 7HE



19" Sine Wave Frequency Inverter

Switch mode frequency inverter with output filter.

Switchover between 4 mm safety jacks and CEE Socket.

Analogue current reading.

Digital frequency reading.

Illuminated 2pole switch.

>> Technical details, frequency, voltage and power customised on
request. <<

Article No:

1-phase 3-phase Frequency/Output voltage

356.500.100 356.500.300 fix/fix
356.510.100 356.510.300 fix/adjustable
356.520.100 356.520.300 adjustable/fix
356.530.100 356.530.300 adjustable/adjustable

Sine wave-Frequency converter as stand alone unit
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19" Precision Sine Wave Frequency Converter 1 Phase 

Powder coated aluminium front panel with abrasion-proof 
silk screen printing.

Linear controlled precision sine wave frequency converter 
(harmonic distortion < 3%). Output: floating voltage with 
+/-2 % accuracy.

1 x Output switch over between 4 mm-Safety jacks and 
3pole CEE socket. Analogue current- and voltage readings. 
Digital frequency reading. Illuminated 2pole switch. 

Rackmount design.

Article No:

355.064.100 60 Hz/115 V/4 A, 7HE
355.406.100 400 Hz/115 V/6 A, 7HE

19" Precision Sine Wave Frequency Converter 3 Phase 

Powder coated aluminium front panel with abrasion-proof
silk screen printing.

Linear controlled precision sine wave frequency converter 
(harmonic distortion < 3%). Output: floating voltage with 
+/-2% accuracy.

1 x Output switch over between 4 mm-Safety jacks and
3pole CEE socket. Analogue current- and voltage readings. 
Digital frequency reading.

Illuminated 2pole switch. Rackmount design.

Article No:

356.402.100 400 Hz/115 V/500 VA, 7HE



Power Supply

Double Power Supply

Triple Power Supply
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Article No:  Double Power Supply

analogue digital

362.302.201 362.302.501 2x 0 - 30 V/0 - 2,5 A; 3HE
362.305.101 362.305.401 2x 0 - 30 V/0 - 5 A; 3HE
362.310.101 362.310.401 2x 0 - 30 V/0 - 10 A; 3HE
362.602.101 362.602.401 2x 0 - 60 V/0 - 2,5 A; 3HE
362.605.101 362.605.401 2x 0 - 60 V/0 - 5 A; 3HE

Article No:   Triple Power Supply

analogue digital

363.302.201 363.302.501 2x 0 - 30 V/0 - 2,5 A; 1x 5 V, 3HE
363.305.101 363.305.401 2x 0 - 30 V/0 - 5 A; 1x 5 V, 3HE
363.310.101 363.310.401 2x 0 - 30 V/0 - 10 A; 1x 5 V, 3HE
363.602.101 363.602.401 2x 0 - 60 V/0 - 2,5 A; 1x 5 V, 3HE
363.605.101 363.605.401 2x 0 - 60 V/0 - 5 A; 1x 5 V, 3HE

19" Laboratory Power Supply

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

1 x illuminated switch

Linear controlled power supply with voltage and current regu-
lation

Offset: < 0,01%, ripple: < 0,2 mVeff, response time < 20µs;
overshoot. xm: < 500mV

Temp. co-efficient: typic 0,03%/K

Controllable van with over temperature protection.

Precise current and voltage settings by 10gear potentiometer.

LEDs for mode indication (CV and CC).

Output ON/OFF switch.

Current and Voltage reading:
analogue: Moving iron, class 1,5
digital: 4 digit LED display TrueRMS, accuracy: 0,5% +/- 1 digit

3-channel laboratory power supply with fixed voltage 5V/3A,
offset: < 0,02%.

4mm safety jacks for tap off.

Starting at 20A output current, switchable sense wires for 4
conductor measuring technology.

Output via high current connectors.

Article No:  Power Supply

analogue digital

361.125.101 361.125.401 0 - 120 V/0 - 5A, 3HE
361.305.201 361.305.501 0 - 30 V/0 - 5 A, 3HE
361.310.201 361.310.501 0 - 30 V/0 - 10 A, 3HE
361.320.101 361.320.401 0 - 30 V/0 - 20 A, 3HE
361.340.101 361.340.401 0 - 30 V/0 - 40 A, 7HE
361.602.201 361.602.501 0 - 60 V/0 - 2,5 A, 3HE
361.605.201 361.605.501 0 - 60 V/0 - 5 A, 3HE
361.610.101 361.610.401 0 - 60 V/0 - 10 A, 3HE
361.620.101 361.620.401 0 - 60 V/0 - 20 A, 7HE

Option: Power Supply with sense



361.310.800

362.305.800

19Ó Remote Controlled Power Supplies

The device generation REMOTE is a network ready appliance
series with the unique NetMultiUsing (simultaneous operation
by device control elements and all interfaces). The microcon-
troller based NetMultiUsing-concept consists of the interface
module (LAN, USB and RS232), and the device control modu-
le (full-graphics display, wear less turn encoders, free configu-
rable buttons and LEDs) and the process module, which com-
municate by internal bus.

¥ Laboratory power supply

¥ Current Ð and Voltage adjustment by rotary pulse encoder 
with dynamic step size adjustment

¥ Output off

¥ Background illuminated full-graphics display (64 x 38mm)
for indication of current and voltage (setting point and 
actual value). With password protected full text 
configuration menu. Accuracy : 0,5%, +/- 1 digit.

¥ Output at 4mm safety lab jacks

¥ USB - or RS232 interface with NetMultiUsing for complete 
remote control of all functions

¥ Additionally with LAN interface at the rear (10 base TI/ 
100base Tx; parameter driven by external software).

¥ Illuminated main switch, 2pole

¥ Incl. LabView driver and operation software

Article No: 

USB LAN

361.125.800 361.125.805 0 - 120 V/0 - 5A, 3HE
361.305.800 361.305.805 0 - 30 V/0 - 5 A, 3HE
361.310.800 361.310.805 0 - 30 V/0 - 10 A, 3HE
361.320.800 361.320.805 0 - 30 V/0 - 20 A, 3HE
361.340.800 361.340.805 0 - 30 V/0 - 40 A, 7HE
361.602.800 361.602.805 0 - 60 V/0 - 2,5 A, 3HE
361.605.800 361.605.805 0 - 60 V/0 - 5 A, 3HE
361.610.800 361.610.805 0 - 60 V/0 - 10 A, 3HE
361.620.800 361.620.805 0 - 60 V/0 - 20 A, 7HE

362.302.800 362.302.805 2 x 0 - 30 V/0 - 2,5 A; 3HE
362.305.800 362.305.805 2 x 0 - 30 V/0 - 5 A; 3HE
362.310.800 362.310.805 2 x 0 - 30 V/0 - 10 A; 3HE
362.602.800 362.602.805 2 x 0 - 60 V/0 - 2,5 A; 3HE
362.605.800 362.605.805 2 x 0 - 60 V/0 - 5 A; 3HE

363.302.800 363.302.805 2 x 0 - 30 V/0 - 2,5 A +5V/3A; 3HE
363.305.800 363.305.805 2 x 0 - 30 V/0 - 5 A +5V/3A; 3HE
363.310.800 363.310.805 2 x 0 - 30 V/0 - 10 A +5V/3A; 3HE
363.602.800 363.602.805 2 x 0 - 60 V/0 - 2,5 A +5V/3A; 3HE
363.605.800 363.605.805 2 x 0 - 60 V/0 - 5 A +5V/3A; 3HE
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¥ Measurement functions L, C, R, |Z|, X, |Y|, G, B, D, Q, O ,   ,M, N 
¥ Test frequencies 20HzÉ200kHz  
¥ Up to 12 measurements per second  
¥ Parallel and Series Mode  
¥ Binning Interface HO118 (optional) for automatic sorting of 

components  
¥ Internal programmable voltage and current bias  
¥ Transformer parameter measurement  
¥ External capacitor bias up to 40V  
¥ Kelvin cable and 4 wire SMD Test adapter included in delivery  

-

¥ 2x 0É30V/0É2A 1x 5V/0É2A, Display resolution 10mV/1mA  
¥ Parallel (up to 6A) and Series (up to 65V) Operation  
¥ Electronic load up to 60W per Channel (max. 2A)  
¥ Arbitrary waveform power supply (4096 points, 12 bit): Creation of 

customized waveforms  
¥ Software for remote control and for creation of Arbitrary waveforms  
¥ Electronic fuse and Tracking mode for 30V outputs  
¥ External modulation of output voltages: Input Voltage 0É10V, 

bandwidth 50kHz  
¥ SENSE lines for compensation of the voltage drop across the cables  

¥ Frequency range 10mHzÉ12.5MHz  
¥ Output voltage 10mVppÉ10Vpp (into 50½)  
¥ Waveforms: Sine wave, square wave, triangle, pulse, 

sawtooth, arbitrary  
¥ Rise and fall time Ü 10ns  
¥ Pulse width adjustment: 100nsÉ80s  
¥ Arbitrary waveform generator 40MSa/s  
¥ Burst, gating, external triggering, sweep  
¥ External amplitude modulation (bandwidth 20kHz)

372.712.201: Function Generator HM8150

¥ Wide measurement range 1mWÉ8kW  
¥ Voltage range 100mVÉ500 V, current range 1mAÉ16 A  
¥ Frequency range DCÉ1 kHz  
¥ Simultaneous voltage, current and power display  
¥ Display of apparent, effective and reactive power  
¥ Power factor display, Autoranging, simple operation  
¥ Monitor output (BNC) representing the instantaneous 

active power  
¥ Suitable for measurements on frequency converters

372.712.400: Power MeterHM8115

372.712.500: Arbitrary Power Supply Unit2x 0-30V/
0-2A +5V/0-2A HM8143

¥ Output: 2x0...32V/0...5A - 1x0...5.5V/0...5A, 188W output power realized 
by intelligent power management, Low residual ripple: Ü 150 µVrms due to 
linear post regulators, High setting- and read-back resolution of 1mV/0.1mA  

¥ Galvanically isolated, earth-free output channels  
¥ Advanced parallel- and serial operation via V/I tracking  
¥ EasyArb function for free definable V/I characteristics  
¥ FuseLink: individual channel combination of electronic fuses  
¥ Free adjustable overvoltage protection (OVP) for all outputs  
¥ All parameters clearly displayed via LCD/glowing buttons  

372.712.700: Programmable 3 Channel High-Performance 
Power Supply HMP2030

¥ 6 1/2 place display (1.200.000 digits)
¥ Resolution: 100 nV, 100 pA, 100 µ½, 0,01 ¡C/F
¥ Adjustable sampling interval 0,1 s to 60 s
¥ TRMS AC+DC and AC
¥ 2 wire/4 wire measurement
¥ Mathematical basic functions: Limit test, minimum/ 

maximum, average value and offset
¥ Temperature measurement with PT100/PT1000 and Ni 

thermocouples
¥ internal data logger for up to 32.000 data

372.712.100: Precision Multimeter HM8112

¥ Measurement range 0HzÉ3GHz  
¥ 2 measurement inputs DCÉ200MHz, 1 measurement input 

100MHzÉ3GHz  
¥ Input A/B: Input impedance 1M½/50½ (switchable), sensitivity 25mVrms  
¥ Input C: Input impedance 50½, sensitivity 30mVrms  
¥ 400MHz time base with 0.5ppm stability  
¥ 9-digit resolution at 1s gate time  
¥ 9 measurement functions, external gate and arming  
¥ Input for external time base (10MHz)  
¥ Display modes: numeric, histograms or trend plots  
¥ Standard: TCXO (temperature stability: ±0.5x10-6), 

Optional: OCXO (temperature stability: ±1x10-8)

372.712.300: 3 GHz Universal CounterHM8123

372.712.600: LCR Ð Bridge HM8118

19" Insertion 2 HE with remote controllable instruments with interface

19" Insertion with flush integrated HAMEG instruments 8100
series. The DC-isolated USB interface connector is front panel
attached.
All insertions include a LabView driver for integration to Hera
remote control, analysis and visualisation software
WINremote.
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¥ Basic Accuracy 0.005%



Article No:

19Ò Insertion Oscilloscope

19Ò Insertion with flush integrated Oscilloscope of various
manufacturer. Interface connector is front panel attached. 

All HAMEG Oscilloscope include a LabView driver for integrati-
on to hera remote control, analysis and visualisation software
WINremote.

¥ 2 Channels with deflection coefficients 1 mV/div.É20 V/div.,variable up 
to 50 V/div, Time Base 0.2 s/div.É100 ns/div.,with X magnification to 
10 ns/div.  

¥ Low noise measuring amplifiers with high pulse fidelity and minimum 
overshoot, Peak to peak trigger for stable triggering 0É50 MHz at 0.5 
div. signal level (up to 80 MHz at 1 div.)  

¥ Autoset, Save/Recall Memories for 6 instrument settings

373.300.100: 19Ò/4HE 40MHzAnalog Oscilloscope HM400

¥ 1 GSa/s Real Time Sampling, 10 GSa/s Random Sampling  
¥ 1 MPt memory per channel Memory Zoom up to 40,000:1  
¥ FFT for spectral analysis, 2 Channels  
¥ Deflection coefficients: 1 mV/cm Ð 20 V/cm, Time Base: 50 s/cm - 5 ns/cm  
¥ 8-Bit Low Noise Flash A/D Converters  
¥ Acquisition modes: Single, Refresh, Average, Envelope, Roll, Peak-Detect

373.300.200: 19Ò/4HE 100MHz CombiScope¨ with HM1008

¥ Digital Storage Oscilloscope with large TFT Screen
¥ 2 and 4 Channels version
¥ Ethernet Interface

373.717.XXX: 19Ò Insertion Tektronix Oscilloscope,4HE

¥ Digital Storage Oscilloscope with large TFT Screen
¥ 2 and 4 Channels version
¥ Interface

373.118.XXX: 19Ò Insertion GW-Instek Oscilloscope4HE

572.729.100
HM800
Blank Module

572.720.100
HM8012 
Digit Programmable
Multimeter 4 3/4-Digit 

572.723.100
HM8018
Digit LCR-Meter
3 1/2-Digit 

572.724.100
HM8021-4Universal
Counter
1,6 GHz 

572.726.100
HM8030-6
Function Generator
10 MHz 

572.727.100
HM8040-3 
Triple Power Supply
2 x 20 V/0,5 A; 5 V/1 A

19Ò Insertion for HAMEG Instruments 8000 Series

19Ò Insertion with flush integrated HAMEG instruments 8000
series

>> Technical Features check page 9.25 >>

372.711.100 Insertion Mainframe incl. Power Supplies fort wo modules 
(without modules) 2HU
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Article No:

365.150.015 1500 W 0 - 15 V / 0 - 100 A 2HE
365.150.035 1500 W 0 - 35 V / 0 - 45 A 2HE
365.150.052 1500 W 0 - 52 V / 0 - 30 A 2HE
365.150.070 1500 W 0 - 70 V / 0 - 22 A 2HE
365.150.120 1500 W 0 - 120 V / 0 - 13 A 2HE
365.150.300 1500 W 0 - 300 V / 0 - 5 A 2HE
365.150.026 Autoranging0 - 26 V / 0 - 60 A bis 0 - 52 V / 0 - 30 2HE
365.150.200 Autoranging0 - 200 V / 0 - 80 A bis 0 - 400 V / 0 - 4 2HE
365.300.015 3000 W  0 - 15 V / 0 - 200 A 3HE
365.300.030 3000 W  0 - 30 V / 0 - 100 A 3HE
365.300.045 3000 W  0 - 45 V / 0 - 70 A 3HE
365.300.070 3000 W  0 - 70 V / 0 - 45 A 3HE
365.300.120 3000 W  0 - 120 V / 0 - 25 A 3HE
365.300.300 3000 W  0 - 300 V / 0 - 10 A 3HE
365.600.015 6000 W  0 - 15 V / 0 - 400 A 4HE
365.600.030 6000 W  0 - 30 V / 0 - 200 A 4HE
365.600.045 6000 W  0 - 45 V / 0 - 140 A 4HE
365.600.070 6000 W  0 - 70 V / 0 - 90 A 4 HE
365.600.120 6000 W  0 - 120 V / 0 - 50 A 4HE
365.600.300 6000 W  0 - 300 V / 0 - 20 A 4HE
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10.30

19" High Current DC Power Supply 

Powder coated aluminium front panel with abrasion-proof
silk screen printing.
Three phase variac with two series connected isolated trans-
formers and six point rectifier for earthfree output voltage. 1.5
% ripple independent from load.
Indicator lamp for each phase (L1, L2 and L3) 
Illuminated Switch
Tap Off at 4 mm high current jacks
Analogue current/voltage readings: Moving Iron, Class 1,5
Current and voltage readings:
Analogue: Moving Iron, Class 1,5,
Digital: 3 digits RMS, accuracy: 0,5 % +/- 1 Digit

Article No:

analogue digital

344.160.101 344.160.401 0 - 15 V/0 - 60 A, 7HE
344.325.101 344.325.401 0 - 30 V/0 - 25 A, 7HE
344.360.101 344.360.401 0 - 30 V/0 - 60 A, 7HE
344.730.101 344.730.401 0 - 70 V/0 - 30 A, 7HE

19" High voltage and high current Power Supplies

Efficiency up to 91 %
Wide input voltage range: 90 - 265 VAC, 48-62 Hz
Active Power Factor Correction
MOSFET power conversion technique
0-5 V analogue programmable (on both voltage and current)
Isolated analogue programming with optional ISO AMP
CARD to prevent earth loops
Ethernet, IEEE488 or RS232 programming with optional 
internal interface cards
very low output ripple and spikes
very stable output voltage or current
excellent dynamic response to load changes
Master/Slave parallel and series operation with equal cur-
rent and voltage sharing
designed for long life at full power
protected against all overload and short circuit conditions
Voltage and current control with 10 turn potentiometers, 
resolution 0.03 %
Low noise blower, fan speed adapts to temperature

19" High voltage and high current Power Supplies

Bench Type Model



19" High Precision Calibration Source 3 HE

19" Insertion for Calibration of voltage, current and thermo-
couple.
Voltage and current microprocessor controlled.
Graphic LED display with 12mm digits.

Operation directly at the device or by RS232 interface.

Voltage source with 3 ranges 300mV, 3V and 30V; 
max. resolution 1µV. 

tolerance: 30V range: 0,003% (up to +/- 4,5V) +200V
tolerance: 3V range: 0,003% (up to +/-450mV) +20V
tolerance: 300mV range: 0,003% (upt to +/- 45mV) +3V

Current source 0-52mA; resolution 0,2µA, 

tolerance: 0,007% (up to +/- 7,5mA) +0,6µA.

Article No:

369.050.500 19" Insertion High Precision Calibration Source for 
Voltage, Current and Thermocouple, 3HE
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19" Pressure Calibrator

Precision Calibrator (Accuracy <0,001 % v. E.)

High Pressure calibrator up to >300 bar.

Microprocessor controlled datalogging and interface

Transmitter- power supply.

Current- and voltage- precission signals measurement and
source.

Pressure range and accuracy on request.

Vacuum Pump

Hand pump for pressure or vacuum generation

With fine regulator for precise pressure adjustment.

Special plastic housing reduces the temperature influence to 
a minimum.

Article No:

383.100.100 Precision
383.100.200 High Pressure

Article No:

390.000.700 Vacuum- 800mbar
390.005.000 0 ... 5 bar



Worktop Test Cabin

Dimension: 530 x 900 x 660 mm (WxDxH)

Plastic base offering space for hazardous touch protected
electric installations.

Clear plastic cover with handle and safety switch at the end
positions.

Rear and sides panels plastic made.

Article No:

377.050.100 piece
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19" Safety Tester VDE 0701/0702 Analogue

Electrical safety testing of electrical equipment:

per DIN VDE 0701 - 1: 2000 and DIN VDE 0702: 1995, by 
means of measurement of:

Protective conductor resistance, Insulation resistance, 
Protective conductor, current - equivalent leakage current 
method.

residual current method (only MetraTester 5/5-F/5-F-E)

Contact current per DIN VDE 0701 Part 240 by testing of:
absence of voltage by means of current measurement as 
well as measurement of the following performance quanti-
ties: Line voltage, Load current, Interface and Software.

Article No:

377.002.800 4HE with automatic mode
377.002.700 4HE no automatic mode

19" Safety Tester VDE 0701/0702 Digital

Powder coated aluminium front panel with abrasion-proof 
silk screen printing.

Electrical safety testing of electrical equipment:

per DIN VDE 0701-1: 2000 and DIN VDE 0702: 1995, by 
means of measurement of:

Protective conductor resistance, Insulation resistance,
Protective conductor, current - equivalent leakage current 
method.

residual current method (on request)

Contact current per DIN VDE 0701 Part 240 by testing of:
absence of voltage by means of current measurement as 
well as measurement of the following performance quanti-
ties: Line voltage, Load current, Interface and Software.

Article No:

377.002.900 4HE



Article No:

377.010.100 High Voltage-Tester, 3HE
299.133.400 Test and Calibration Box
377.010.800 IEEE 488 (GPIB)
377.010.900 RS 232C
377.019.000 SPS

19"High Voltage-Rectifier 42TE

At front panel stick out HV-leads with HV-plugs (these will 
be connected to the output of the HV-tester)

HV-rectifier: input 0...5 kV AC, output 0...7 kV DC

Filter capacitor

Automatically discharge of the filter capacitor and contacted
specimen after every test 

HV-jacks for connection with safety test gun

In- and Output for the Start-/Stop- remote control

Article No:

377.011.101 HV-Rectifier

19" High Voltage-ramp-generator 21TE

Automatic voltage rise up to test voltage, the rise time is 
500V/sec. Or 1000V/sec. According to selected test voltage 
range

Testing during the selected "Testing time" with the test 
voltage

Automatic voltage reduction down to "Final voltage" with 
subsequent shutdown. 

If the set shutdown voltage value is exceeded at any time
during this sequence, the high voltage tester switches off
immediately and indicates an error.

Article No:

377.020.101 HV-ramp-generator

Article No:

299.133.300 2 x Plug for rear connection
299.133.310 High tension cable, Silicone insulated, 0,75m2, 

running meter
299.130.110 Signal Lamp, red/green, wall assembly, 1 m cable.
299.133.100 High Voltage Test Pistol with 2m high tension cable.
299.133.200 Signal Lamp, with stand, height= 238 mm, red/green
299.133.500 Warning Sign "Achtung HochspannungÓ.
299.133.600 Plastic Chain red/white, running meter.
299.133.700 Pole for plastic chain red/white.
299.133.800 Signal Lamp, with stand, height= 940 mm, red/green
299.133.900 Foot Switch
299.134.700 Remote Control Button for Test Gun

19" High Voltage Tester 500VA

Due to the fact that an IEEE 488 or RS232 interface may be
optionally employed and due to the compact dimensions of
the 19" rate, the optimum prerequisites for a high level of
system engineering have been created. The test voltage is
divided into two adjustable AC ranges; 0...2,5kV and 
0...5 kV.The output power is 500 VA.

The corresponding current is also divided into two adjustalbe
ranges; 1...10 mA and 10...100 mA.

Digital High voltage transformer  0...2,5 kV/0...5 kV output 
500VA

Analogue High voltage display

Overload protection adjustable ranges: 0...10 mA/10...100 mA

Illuminated Start- and Stop-switch

Key-switch protecting unauthorised using

Multifunctional display with mode display

Visual and audible error warning display

On reverse side is an output port for HV-signal lamp

Connection for Start-/Stop - remote control

Optionally with RS232 or IEEE interface
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19" Protection Earth Tester

The test current may be adjusted between 25 and 10 A, and the
test voltage switched between 12 and 6 V. 

The selected test current i.e. test voltage is automatically set-
up and held constant by the device. 

Adjustable limit setting 10m½ É 300m½.

The displayed protective earthline resistance is internally cal-
culated by current-voltage division using high-precision com-
ponents. 

The limit values for the Go/NoGo decision may be manually
set via the interface. The error or fault registration is perfomed
optically and accoustically. 

Article No:

377.016.101 Protection Earth Tester, 3HE
377.010.800 Option InterfaceIEEE 488 (GPIB)
377.010.900 Option Interface RS 232C
377.019.000 Option Interface SPS
299.137.100 Test Probe for Protection Earth Tester, start button,

1,5 m cable.
299.137.200 Test Probe 4-Wire crocodile clip with 1,5 m cable.
299.137.400 Test- and calibration box for Protection Earth Tester.

Article No:

377.012.101 Isolation Tester, 42TE
377.010.800 Option InterfaceIEEE 488 (GPIB)
377.010.900 Option Interface RS 232C
377.019.000 Option Interface SPS
299.135.100 Test Probe for Isolation Tester, with crocodile clip,

start button, 1,5 m cable.
299.135.400 Test- and calibration box for Isolation Tester.

19" Isolation Tester 42 TE

The Insulaton Tester is capable of operating in two mesure-
ment ranges, 0.5 M½...10 MO½ and 5 M½...100 M½, in each
case the middle of the measurement range (indication needle
in vertical position) is exactly the limiting value 
1 M½ or 10 M½, thereby making it possible to read measure-
ment Voltage is 500 V DC, the short circuit current is limited to
a maximum of 3 mA.

For manual testing a test duration of 1 - 99 s or a constant test
duration and likewise a limiting value for the Go/NoGo display
can be set on the front panel.
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376.301.100 376.301.400

376.301.200376.301.300 376.301.500

Relays Matrix with LED display maximum 48 relays
operation.

Article No:

376.303.100 piece

19" Relays Matrix 3HE

19Ó subrack for plug-in of various relay cards, necessary to
connect the specimen with different test-, supply- and measu-
ring units.

Subrack for hera relay cards.

Usable width 60TE

24V Power Supply for solenoid activation.

Article No:

376.300.800 with IEEE-Interface
376.300.900 with RS232-Interface

19" Relays Extension 3HE

If not all desired relay cards fit to the Relays Matrix itself, this
unit offers 84TE additional space. 

Usable width 84TE.

Article No:

376.301.100 8TE with 8x double NO, 250V / 5A
376.301.200 8TE with 16x NO, 250V / 10A
376.301.300 12TE with 4x reed contact 7 KV / 3A
376.301.400 13TE with reed contact 2 x 7KV / 3A + 2 x 7 / 30A
376.301.500 13TE with 4 x reed contact 7KV / 30A

Relays Board

Printed circuit board with interface connector.

PVC housing protecting for hazardous touch.

Connecting to the relay card by ceramics isolated M4 screw
stand or terminals.

Article No:

377.060.100 Controws

Software CONTROWS

Only available in German language.
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377.030.100 Safety and Functional Analyser 4HE

Article No:

Accessories to Safety and Functional Analyser

377.039.100 Probe for protective earth testing (1...30Amp - 2,5m) with start button
377.039.150 PE connecting cable with PE alligator clip
377.039.200 Safety Testing Gun each 10kVDC / 8kVAC (2m)
377.039.300 Signal Lamp, standing
377.039.350 Result Lamp, standing
377.039.400 Foot switch to start test voltage (2m cable)

Article No:

Universal tester for all safety checks:

¥ Protective earth resistance testing 1É30A AC / 6V or 12V

¥ Insulation resistance testing 30...1000V

¥ High voltage 0...6000VAC / 100mA / 500VA

Technical Data:

¥ illuminated TFT display 10,5Ó with touch screen (800 x 480 pixel)

¥ Data base for approx. 10000 testing plans and testing protocol 

¥ 8Gbyte memory

¥ LAN Interface

¥ 4x USB Interface

¥ CAN-Bus Interface

¥ 3x serial RS232 - 9-pole SUB-D

¥ Connector for Signal - and Result Lamp 

¥ Inputs for external safety inputs and Emergency OFF

¥ Digital in- and outputs (24VDC) for external control e. g. for 
application with SPS

¥ 4x Inputs for variably use (e.g. external digital choice of 
program) are integrated

¥ Software language (German, English, Italian or Spanish) 
directly selectable at the device

¥ Acoustical signal in case of failure

¥ Power supply : 230V +-10% / 49Hz-61Hz

¥ Depth with plug at the rear panel: 350 mm + approx. max. 
60mm for industrial plug

19" Insertion Safety and Functional Analyser

Basic menue Test Proceeding with Ok indication Evaluation statistics



Article No:

341.003.100 1 1/2 EP/3HE

19" Subrack for 19" EP Panels

19" Subrack for MP Panels

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

19Ó-Adapter Unit 3HE for the attachment of EP panels to 19Ó
Bench Racks.

>> Appropriate Plug-In-Units see chapter 7 >>

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

19Ó-Adapter Unit 5HE for the attachment of MP Panels and
Insertions.

>> Appropriate Plug-In-Units see chapter 8 >>

Article No:

341.005.100 3MP/5HE

Article No:

341.003.301 84TE/3HE

19" Subrack for Cassettes 3HE

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

19"-Adapter Unit 3HE for the attachment of TE-Cassettes to
19"-Bench Racks. 

Equipped with internal power distribution to four H15 socket
strips.

>> Appropriate Cassettes see chapter 9 >>
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Article No:

341.008.001 7HE
341.008.501 7HE in ESD-Version

19" Subrack for LS2000 Units 7HE

Powder coated aluminium front panel with abrasion-proof silk
screen printing.

19"-Adapter Unit 7HE for the attachment of 1 x LS2000-Double
Slide-in-Unit or two LS2000 Slide-in-Units. 

Rear with two LS2000 socket.

>> Appropriate Plug-In-Units see chapter 11 >>

Article No:

341.007.300 7HE

Profi 19"-Subrack as Shelf

Equipped with height adjustable shelf board and for Bench
Racks with tilted fronts.
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