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Accessories for Technical Furniture



181.023.000181.021.000
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Article No: (XXX = colour code)

100: black 300: brown 600: blue 700: bordeaux 800: foam 900: artificial leather

Workshop and Industrial Chair TEC

Especially designed for workshop and industrial production.
The TEC chairs series offers greatest possible freedom of
movement in the arm and shoulder area, which is important
for a healthy and performance-boosting seated posture. The
chair is able to react flexibly to constantly changing working
postures. At the same time, the seat height must be tailored
not only to the height of the workbench and the size of the
employee but also to the height of the component being wor-
ked on.

Base: ¯ 70 cm
Seat: 49 x 36 x 45Ð64 cm (WxDxH)
Back Rest: 44 x 55-62 cm (WxH)

Standard- or ESD- Version:
ESD chairs with conductive seat and back rest, polished 
aluminium base and dissipative casters.
Conductivity in accordance with DIN 61340-5-1:200, resistance 
< 1 x 10 M½.

Counter Version:

Higher lift for seating position adjustable from 59-84 cm.
Adjustable Foot Ring chrome plated with anti sliding surface,
base with slider.

BP- Permanent-Contact:
The backrest permanently follows the movements of
the upper body.
Backrest counterpressure is adjustable for approx.
50 - 125kg body weight.
The backrest tilt can be locked at 5 positions positi-
on.

ST- Synchron Backrest- Seat Adjustment:
The seat and backrest follow the movements of the
person sitting in a synchronised manner and at the
correct angle. Infinite, immediately noticeable
adjustment of the backrest counterpressure 
(= Tension) for body weights of approximately 50-
125 kg. Infinite locking of synchronised movement.

DM- Automatic Weight- Posture Adjustment:
DM- Automatic Weight- Posture Adjustment:
The seat and backrest automatically follow the move-
ments of the person sitting with a simultaneous move-
ment process. The backrest counterpressure automati-
cally adjusts to the userÕs body weight (for body
weights of approx. 50 Ð 125 kg). In addition, the coun-
terpressure can be individually finely adjusted. The
backrest tilt angle can be set in 5 positions. The back-
rest can be locked in the forwardmost position.

Article No: (XXX = colour code)

181.710.XXX Chair TEC with BP Ð Permanent Contact Backrest
181.711.XXX Chair TEC with ST Ð Synchron Backrest- Seat Adjustment
181.712.XXX Chair TEC with DM Ð Automatic Weight- Posture Adjustment
181.716.XXX ESD Chair TEC with DM Ð Automatic Weight- Posture Adjustment
181.719.010 Surcharge Backrest with handle bar
181.028.000 Surcharge Counter Version (Standard and ESD)
181.029.000 Surcharge Aluminium Base Polished ( ¯ 70 cm)
181.022.000 Standard Armrest, fixed 
181.023.000 Standard Armrest, 10  cm height and 7 cm width adjustable
181.021.000 ESD Armrest, 7 cm height adjustable

Industrial Chair Tec in Counter version with
option aluminium base and backrest with
handle.
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ESD Swivel Chair
(High Backrest)

Swivel Chair Shape

The classic swivel chair series is available in two different
backrest heights. It is marked by high comfort and broad variety.
The chair series manufactured according to DIN 68 877 and GS
tested. 
Foot base: ¯ 70 cm
Seat: 47 x 37 x 45-64 (BxDxH)
Backrest standard: 43 x 51-57 (BxH)
Backrest high: 43 x 62-68 (HxB)

Standard - or ESD version:
ESD version with conductive seat and backrest, conductive
casters and polished aluminium base.
The chairs are according to DIN EN 61340-5-1:2001 for dissipa-
tion of.
Only ESD version is available in artificial leather.

Counter version:

Higher lift for seating position adjustable from 59cm up to 84
cm. Adjustable Foot Ring chrome plated with anti slide surfa-
ce, base with gliders.

PF-permanent contact backrest with spring elasticity:

Backrest follows the usersÕ movement. Step less adjustment of back-
rest counter-pressure (for weights 50 Ð 125 kg. Tilt of backrest step
less lockable.

ST-synchronic technology with 4¡ seat tilt:

Seat and backrest follow the usersÕ movement synchronic in the opti-
mal angle, step less, directly.

Sensible adjustment of  backrest counter pressure for a weight from
50 Ð 125 kg. Synchronic movement step less lockable.

Article No: (XXX = colour code)

181.411.XXX Shape with PF permanent contact and standard backrest
181.413.XXX Shape with ST synchronic technology and standard backrest 
181.412.XXX Shape with PF permanent contact and high backrest 
181.414.XXX Shape with ST synchronic technology and high backrest
181.017.000 Surcharge  for polished alu-foot base (Diameter 70 cm)
181.100.000 Standard heights - (10 cm) and width adjustable (7 cm) armrests
181.415.XXX ESD Shape with PF permanent contact and standard backrest
181.417.XXX ESD Shape with ST synchronic technology and standard backrest
181.416.XXX ESD Shape with PF permanent contact and high backrest
181.418.XXX ESD Shape with ST synchronic technology and high backrest
181.026.000 ESD ring armrest heights adjustable (7 cm)
181.028.000 Surcharge counter version standard/ESD

Counter Version
(Standard Backrest)

Article No: (XXX = colour code)

100: black 300: brown 600: blue 700: bordeaux 900: artificial leather
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ESD-Ring Armrest



Chair with Wooden Seat

Swivel chair for manufacturing area and workshop with woo-
den seat and backrest. With narrowed backrest for optimised
shoulder room.
Backrest floating mounted for optimal lumbar support.
Tension control allows the backrest to be locked in step less
positions. This chair series manufactured according to DIN 68
877 and GS certificated. 
Foot base: ¯ 70 cm
Seat: 42 x 36 x 41-60 cm (WxDxH)
Backrest: 43 x 55-63 cm (WxH) 

Counter Version:
Higher lift for seating position adjustable from 55cm up to 80
cm. Adjustable Foot Ring chrome plated with anti sliding sur-
face, base with slider.

Stand-up Seat

Step less height (84 Ð 103mm) and seat tilt adjustment.

Steel frame: black powder coated. Seat: polyurethane foam,
washable.

Floor contact face: 50 x 49 cm (WxD)

Seat: 37 x 36 cm (WxD)

Clean room swivel chair

The clean room swivel chair is according Class 4 of DIN EN ISO
14 644-1 (former US federal standard 209 E/Class 10), and DIN
EN 61 340-5-1. In ESD version according to DIN EN 61340-5-
1:2001 with polished aluminium foot base and conductive syn-
thetic leather cushion.
Base: ¯ 70 cm
Seat 47 x 35 x 45Ð64 cm (WxDxH)
Backrest standard: 43 x 51-57 cm (WxH)
Backrest high: 43 x 62-68 cm(WxH)

STsyncronic technology with 4¡ seat tilt:
Information: page 12.2

Counter version:
Gas lift seat height adjustment for 59 Ð 84 cm. Height adjusta-
ble foot ring chromed, with slip resistant surface. Foot base
with slider. 

Article No:

181.211.002 Standard workshop swivel chair
181.028.000 Surcharge Counter version
181.029.000 Surcharge foot base steel  polished aluminium (¯ 70 cm)

Article No:

181.216.000 Clean room swivel chair with ST synchronic technology 
and standard backrest

181.217.000 Clean room swivel chair with ST synchronic technology 
and high backrest

181.028.000 Surcharge Counter version

Article No:

181.431.000 Stand-up seat

Clean Room Chair 
with high Backrest

Counter Version with Wooden Seat and Backrest
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ESD Swivel Chair Economy

ESD Swivel Chair Premium

ESD Swivel Chair Polyurethane

Hard wearing and robust ESD swivel chair according 

EN 61340-5-1:2001.

Height adjustment lift (480-680mm), backrest adjustable.

Seat and backrest cushioned with hard wearing material in
three colours:

¥ Textile Black

¥ Textile Blue

¥ Vinyl Black

Metal Base with casters.

ESD swivel chair according EN 61340-5-1:2001 with additional
comfortable mechanism:

¥ Height adjustment lift
¥ Seat tilt adjustment
¥ Adjustable height of backrest
¥ Angle of backrest adjustable

Cushioned seat and backrest with hard wearing material.

Available in three materials: 
Textile black, Textile blue, Vinyl black

Choice of two designs:
¥ Polished aluminium foot base with casters for heights 

of 430 Ð 570mm

¥ Polished aluminium foot base with slider and height 
adjustable foot ring for adjustment of 500 Ð 690mm.

ESD Swivel Chair for hard wearing laboratory environments
according EN 61340-5-1:2001 with additional comfortable
mechanism:

¥ Height adjustment lift
¥ Seat tilt adjustment
¥ Adjustable height of backrest
¥ Angle of backrest adjustable

Cushioned, washable Polyurethane seat and backrest.

Choice of two designs:
¥ Polished aluminium foot base with castors for heights 

of 430 Ð 570mm
¥ Polished aluminium foot base with gliders with height 

adjustable foot ring for heights of 500 Ð 690mm.

Article No:

181.110.100 ESD Swivel Chair Economy

Article No:

Article No:

181.111.100 ESD Swivel chair Premium with casters
181.111.200 ESD Swivel chair Premium with slider and foot ring

181.112.100 ESD Swivel Chair Polyurethane with casters
181.112.200 ESD Swivel Chair Polyurethane with sliders and foot ring
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181.023.001

101: black 201: anthracite 401: red 501: grey 601: blue 701: bordeaux 801: blue 901: mint green

Article No: (XXX = colour code)

Article No: (XXX = colour code)

181.313.xxx Swivel Chair SYNCRO PRO
181.114.001 Set of casters for hard floors
181.024.001 Adjustable armrest
181.019.001 Base aluminium polished

Swivel Chair SYNCHRO

Backrest with integrated height-adjustable lumbar support 
Point synchro mechanism, adjustable to the individual body
weight and orthopaedic seat. GS approved.
Including clothes hook 
Nicely shaped and sturdy plastic footbase
Seat- height: 420 Ð 550 mm, width: 460 mm, depth: 450 mm,
backrest: 550 mm
Five double castors with load controlled brakes.

Article No: (XXX = colour code)

181.113.xxx Swivel Chair Top Pro
181.020.001 Armrest
181.019.001 Base aluminium polished
181.023.001 Adjustable armrest
181.114.001 Set of casters for hard floors

Article No: (XXX = colour code)

181.416.xxx Swivel Chair Alu Basic
181.114.001 Set of casters for hard floors
181.022.001 Armrest
181.026.001 Adjustable armrest
181.019.001 Base aluminium polished
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Swivel Chair TOP PRO

Non sensitive and rubbing resistant fabrics.
Height adjustment by Toplift (T†V approved).
Ergonomic backrest with height-adjustable lumbar support.
Ergonomic moulded seat.
Nicely shaped and sturdy black plastic footbase.
The backrest permanently follows the movements of the upper
body.
Seat height: 420 - 550 mm; Seat width: 460 mm; Seat depth:
450 mm; Backrest: H=450 mm

Swivel Chair ALU BASIC

Backrest with integrated height-adjustable lumbar support 

Point synchro mechanism, adjustable to the individual body
weight and orthopaedic seat. GS approved.

Including clothes hook 

Nicely shaped and sturdy plastic footbase

Five double castors with load controlled brakes.

Seat- height: 420 Ð 550 mm, width: 480 mm, depth: 440 mm,
backrest: 530 mm



Article No: (XXX = colour code)

101: black 201: anthracite 401: red 501: grey 601: blue 701: bordeaux 801: blue 901: mint green

Article No: (XXX = colour code)

181.311.XXX Visitor Chair

Article No: (XXX = colour code)

181.320.XXX Base black without armrest
181.321.XXX Base black with armrest
181.322.XXX Base chrome plated without armrest
181.323.XXX Base chrome plated without armrest
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Visitor Chair Cantilever

Cantilever model. Stackable.

Frame powder coated with floor glides.

Seat- height: 460 mm, width: 460 mm, depth: 480 mm, back-
rest: 460 mm

Visitor Chair

Four leg model. Stackable.

Frame powder coated with floor glides.

Seat- height: 450 mm, width: 440 mm, depth: 420 mm, back-
rest: 340 mm.



Article No:

181.100.901 Plywood Students Chair
181.150.901 Air-Cushiones Students Chair

Student Chairs, stackable

Welded cantilever framweork, stackable.

Powder coated finish to RAL Colours:

¥ 7035 Light grey

¥ 9006 White aluminium

¥ 5014 Pigeon blue

¥ 5002 Ultramarine blue

¥ 5018 Turquoise blue

¥ 3003 Ruby red

Plastic sliders, sitting height 460 mm.

Seat and backrest:

¥ Ergonomically formed plywood, clear finishing.

¥ Comfortable air-cushion seat, hard-wearing and scratch-
resistant polypropylene plastic-made.

Student  Swivel Chair

Metal base with plastic sliders or wheels.

Powder coated finish to RAL Colours:

¥ 7035 Light grey

¥ 9006 White aluminium

¥ 5014 Pigeon blue

¥ 5002 Ultramarine blue

¥ 5018 Turquoise blue

¥ 3003 Ruby red

Seat heights adjustment by gas lift or spindle, 420 - 550 mm.

Seat and backrest:

¥ Ergonomically formed plywood, clear finishing.

¥ Comfortable air-cushion seat, hard-wearing and scratch-
resistant polypropylene plastic-made.
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182.305.901

182.200.901

182.205.901

181.150.901

181.100.901

Article No:

182.200.901 Spindle with sliders
182.205.901 Spindle with casters
182.300.901 Gas lift with sliders 
182.305.901 Gas lift with casters



Made of sheet steel, width adjustable 160 - 210 mm for all kind
of PC housing. Assembly set incl. clamp forEasy-bench leg to
fix the PC at any height. 

Dimensions:  160 - 210 x 400 x 160 mm (WxDxH)

Colour: lightgrey

Ready for under table installation

Depth: 400mm; height: 124mm

Max. keyboard height: 70mm

Light grey 28mm shelf board, 3mm plastic edges. 

Two metal telescope rails (pull out length: 279mm)

EasyPC-Console 

PROFI Keyboard Drawer

Article No:

191.080.100 anthracite
191.080.500 lightgrey
191.080.900 RAL No.

Keyboard Drawer with Mousepad

Includes integral, full-width wrist rest, non-handed mouse pad
with grey foam.

¥ 3 variable fixation heights 96-118 mm
¥ max. keyboard width 555 mm
¥ cradle position for keyboard
¥ space for writing utensils
¥ telescopic plate for mousepad

width: 600 mm, depth: 460 mm, extension lenght: 244 mm

Made of sheet steel, width adjustable for all kind of PC hou-
sing. Assembly set incl. clamp forProfi -bench leg to fix the PC
at any height. 

Dimensions: 440 x 290 mm(DxH)

Colour: lightgrey

Profi PC-Console

Article No:

491.080.100 width 160 -210 mm
491.080.200 width 90 - 130 mm

Article No:

491.060.000 piece
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Article No:

491.068.500 B: 680



491.050.000

491.005.030

491.050.020

491.050.010

491.050.100491.050.300 491.050.200

Article No:

491.050.300 without Extension arm
491.050.200 with Extension arm (250 mm)
491.050.100 with Extension arm (250 mm) and keyboard holder
491.051.100 with Extension arm (250 mm) and keyboard holder

and Mousepad

Mountings for Monitor Swivel Arm 

Steel made with lightgrey finish. 

35 mm universal adaption.

TFT Monitor Swivel Arm

The TFT Swivel Arm allows to move your flatscreen monitor
into any position.

Five pivoting points give excellent flexibility.

Convenient for TFT Flatscreen of 2,5 kg to 8,5 kg with weight
adjustment.

Suitable for all Flatscreen with VESA standard mount.

Support arm providing 400 mm reach.

Integrated cable management.

Colour: lightgrey body, comes with decorative application 
stripes in four colours.

Article No:

491.005.030 Outlet Clamp for 80 mm-hole inside worktop
491.050.000 for Profi -Extension
491.050.010 Universal Clamp (max. thickness 65 mm)
491.050.020 Worktop Screwing (Diameter 120 mm)
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Profi Cantilever with TFT-Screen Support

Swivel Arm with Profi Extensions attachment.

Steel cantilever arm, light grey finish.

TFT support in VESA standard, accepting 75 x 75 mm and 
100 x 100 mm fitting.

Article No:

491.002.000 Cantilever Shaft Sleeve
491.002.100 Single Cantilever 

300 mm
491.010.100 Double Cantilever 

250 + 300mm
491.028.100 TFT Support
491.028.200 TFT Support with Keyboard Tray
491.028.300 TFT Support with Keyboard- 

and Mouse Tray

Article No:

491.055.100 Load capacity 3 Ð 5 kg
491.055.200 Load capacity 5 Ð 7,5 kg

Monitor Swivel Arm with Lift

Load capacity adjustable from 12 -30 kg.

Holding arm with 540 mm swivel length.

Monitor platform with anti-slip and handle recess 
340 x 360 mm.

Pull out keyboard tray (for keyboard up to 215 mm depth).

Colour: lightgrey

Article No:

491.050.500 piece

Multi-directional Arms for Flat Screens

Supports LCD screens weighing 3 - 5 kg or 5 Ð 7,5Kg.

All movement with extension arm, 554.5 mm at full extension

Pressure die-cast aluminium frame components with stainless
steel springs and pins.

Hidden cable management.

With bracket for Profi Extension attachment.
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491.003.100 491.005.200

Universal-Flatlight in Strip Form 

Extremely flat-profile. Flatlight in Strip Form with attractive
design. Ready for installation lamp with switch and glarefree
fitted fluorescent lamp. Colour: lightgrey 

Height: 38 mm, depth: 105 mm

Article No:

299.105.060 length: 608 mm/24 Watt
299.105.090 length: 908 mm/39 Watt
299.105.120 length: 1208 mm/54 Watt
299.105.150 length: 1508 mm/80 Watt
299.105.199 Surcharge Integrated Switch

Socket adaptor mounted with nut-plates to the slots of the
Profi Extrusion.
Colour: lightgrey 40 x 60 x 80 mm (WxDxH)

Profi -Socket for Lamp Attachment

Halogen Lamp

For application where extremely bride and concentrated light
is necessary. Articulated arm, spring-balanced. 
Incl. illuminant

Arms: 280 + 425 mm
Lamp: Diameter 71 x 100 mm
Illuminant: Halogen lamp 20W
Cable lenght: 1,5 m
Colour: grey/black
Optional light hose for light conductance 10 mm Diameter

Article No:

491.003.100 Mounting Bracket for Shaft Sleeve (aluminium, lightgrey) 
40 x 60 x 80 mm (WxDxH)

491.005.200 Cantilever Shaft Sleeve
(Adapting Plastic Sleeve)

Article No:

299.103.100 Halogen Lamp
299.103.200 Bench Clamp
299.103.300 Light hose 800 mm
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Article No:

299.101.700 piece
299.101.790 Swivel in lense 4 Diopter
299.101.791 Swivel in lense 6 Diopter

Article No:

299.101.200 Magnifier Lamp light grey (max clamp opening 73 mm)
299.101.209 Magnifier Lamp ECO (max clamp opening 68 mm)

Design Magnifier Lamp 

A combination of powerful lamp and modern design, hardly
generation heat. Could be equipped with different lenses.
Lamp with articulated arm, two parallel arms made of steel
and integrated spring (arm length 1000 mm).

Diopter: 3,5; 185% magnification; glass lense
Focal distance: 280 mm, cable length: 1,8 m
Colour: white/grey
Incl. illuminant: T-5C 22Watt

Magnifier Lamp Standard, light grey

Lamp with articulated arm, two parallel steel arms with inte-
grated springs. Lamp in ABS with Alu reflector optician lense
and integrated rocking switch. Incl. Desktop clamp.

Arm length total: 1040 mm; Dimension: 265/230mm
Light source: circular fluorescent lamp 220 - 240V
Biconvex-lense: 3 Diopter; Diameter: 120 mm
Cable length: 1,775 m
Colour: light grey

Lamp with articulated arm, two parallel arm made of steel and
integrated springs. ABS-shade with alu-reflector, compatible
acrylic-lens, with dimmer mechanism (50 - 100 % light efficien-
cy). Incl. Luminescent material and table bracket.

Total length: 1040 mm; Shade: 225/300 mm

Lamp with lens -  Profi

This mgnifer 3D lamp is the only lamp providing either sha-
dowless light from both sides or three dimensional magnifica-
tion from right or left side.

This 3D technique is highly appreciated for working at circuit
boards or other difficile objects.

Total length: 1040 mm; Socket: 2x G23 7W
Square lense: 3 diopter; 175 x 18 mm
Colour: light grey

Magnifer Lamp 3D

Article No:

299.101.600 piece
299.101.690 Additional lense 4 Diopter
299.101.691 Additional lense 6 Diopter
299.101.692 Additional lense 10 Diopter
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Article No:

299.101.501 Standard (lightgrey)
299.101.401 ESD version (black)



Large Workspace Lamp 

Article No:

299.101.310 Large Workspace Lamp EVG
299.101.302 Transparent tube protection cover

Lamp with spring-balanced arm
incl. illuminant; electronic ballast, tested according ENEC

arm lenght: 1050 mm

Lamp head: 355/105/60 mm

Illuminant: 1x TC - L 24W

Cable lenght:  1,8 m

Colour: white

Parallel Motion Arm Lamp Design

Total length: 660 mm 

Head: 210 x 160 x 50 mm

Lamp: TC-D/E 13 Watt Electronic Ballast

Colour: lightgrey

Parallel motion arm lamp with internally mounted springs.
Painted aluminium shade with press-stud switch, luminescent
material and metal bracket. 

Total length: 1040 mm Shade-diameter: 175 mm Luminescent
material. 

Bulb E27 - max. 75W Cable-length: 1,5 m

Parallel Motion Arm Lamp Easy

Modern workplace and office lamp. Using the latest LED tech-
nology guarantees an evenly and glare-free illumination of the
activity area with only 10 watts consumption. It emits warm
and pleasant light with a colour reproduction of Ra 92 and
3000K¡. You may never have to change a lamp again. Your LED
lamp will operate for 25 years in a regular office setting or
more than 5 years in continuous use. The spring balanced
motion arm with 800mm length assures an easy navigation of
the lamp and a constant parallel position to the work surface.

Equipped with table clamp.

Work Place Lamp LED

Article No:

299.101.801 piece

Article No:

299.101.100 piece

Article No:

299.101.850 piece
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shelf front mounted

under bench rack mounted

Constant illumination by many single LEDs LED with add on unit solid, slim light pipe, adjustable   

Adjustable LED lamp

Slim design made of anodized aluminium profile with integra-
ted optics, applicable for fixation at the front of shelves and
bench rack systems.

¥ LED light pipe adjustable, ¿ 25 mm

¥ each module with 60 LEDs total power of 13,5 W

¥ emitting angle: 120¡

¥ light colour: day light white 5.300 K

¥ light pipe with triangle brackets and switch (B:95mm) and 
hidden cables

¥ incl. seperate power supply unit 24V

¥ completely pre-assembled incl. covered cable management

¥ no cooling required
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L module pcs (width): 2 800 mm
4 1400 mm
5 2000mm

N add-on unit: 0 with power supply unit 
completely pre-assembled

1 with power supply and 
plug connection

Article No.:  456.L61.H01

Illumination

Distance to
tabletop



Profi Cable Trolley: 440.117.000 + 401.116.900 + 2x 448.200.000
+ 2x 448.210.000

Article No:    Base

440.117.000 Base with casters
440.117.100 ESD Base with casters
440.117.200 Base with sliders
440.117.300 ESD Base with sliders

Article No:    Extension

Height

401.112.900 1200
401.113.900 1300
401.114.900 1400
401.116.900 1600
401.118.900 1800

Height

401.106.900 600
401.107.900 700
401.109.900 900
401.110.900 1000
401.111.900 1100

depth depth
Width/Slots 80 160

300 / 18 448.160.000 448.170.000
500 / 32 448.180.000 448.190.000
603 / 37 448.200.000 448.210.000
800 / 47 448.220.000 448.230.000
1000 / 57 448.240.000 448.250.000

Article No:   Cord Holder

Lightgrey powder coated sheet steel base.

Four casters, 75 mm diameter, two with brakes.

Dimensions: 500 x 250 x 220 mm (WxDxH)

Cable support with slots, variable sizes for  different cable dia-
meters up to 12 mm.

Steel structure with lightgrey powder coated finish.

Comes with set of square nuts with clip and bolts for the atta-
chement to hera Profi profiles. Height: 30 mm.

Profi Base for Cable Trolley

S
ub

je
ct

 to
 m

od
ifi

ca
tio

ns
 a

nd
 a

m
en

dm
en

ts
.

12.16

W
or

ks
ta

tio
ns

 A
cc

es
so

rie
s



Article No:

440.210.001 Square500 x 500 mm (WxD)
440.210.002 Round 500 x 500 mm (WxD)

Worktop 28 mm thick, covered with laminate. Incorporated 
3 mm plastic edge to guard against ingress from accidental
spillages.

Bottom with fixation possibilities.

Set of assembling materials.

Profi Cable Trolley Heading Section 

Powder coated sheet steel storage box.

Set of assembling materials.

Profi Cable Trolley Storage Box 

Total height: 750 - 1150mm

Diameter of table top: 750mm

Solid chrome plated table stand, diameter 75mm.

Height adjustable by pneumatic pressure, blocking in each
position. 

Aluminium base with sliders, diameter: 70mm

Circular table top, surface and volume conductive (according
to DIN EN 61 340), with antistatic 3mm plastic edge.
Conductive connected to the table stand.

ESD Bistro Table, height adjustable

Article No:

440.310.001 300 x 200 x 30 mm (WxDxH)
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Bistro Table:  440.117.200 + 401.111.900 + 440.210.002

Article No:

118.100.000 ESD Bistro Table, height adjustable



Article No:

Stable tubular steel frame with 4 castors, 2 castors with brake.

Version with plastic arms: On both sides with C-Rail, the arms
can be moved accordingly the connecting leads diameter on
the rail. 34 arms each side.

Easy-Cord Trolleys 

Article No. Aluminium arms:

299.223.100 anthracite
299.223.500 lightgrey
299.223.900 RAL-Code

Article No. Plastic arms:

299.222.100 anthracite
299.222.500 lightgrey
299.222.900 RAL-Code

Color: anthracite

Stable tubular steel frame with 4 castors, 2 castors with brake.
Top on both sides with melamine resin coated chipboard with
diagonal matrix of hole for acceptance of 4 mm connecting
leads. Acceptance: 2 x 50 

Width: 710 mm; height: 1650 mm; depth: 500 mm

Easy-Cord Trolleys Punched Board

299.202.100 for 4 mm Connecting Cable anthracite/pepple grey
299.202.500 for 4 mm Connecting Cable lightgrey
299.202.900 for 4 mm Connecting Cable RAL-Code
299.204.100 for 4 mm Safety Cable anthracite/pepple grey
299.204.500 for 4 mm Safety Cable lightgrey
299.204.900 for 4 mm Safety Cable RAL-Code

S
ub

je
ct

 to
 m

od
ifi

ca
tio

ns
 a

nd
 a

m
en

dm
en

ts
.

12.18

W
or

ks
ta

tio
ns

 A
cc

es
so

rie
s



25 cm 50 cm 100 cm 150 cm

black 299.510.002 299.512.002 299.514.002 299.516.002
brown 299.510.004 299.512.004 299.514.004 299.516.004
red 299.510.006 299.512.006 299.514.006 299.516.006
yellow/green 299.510.008 299.512.008 299.514.008 299.516.008
yellow 299.510.010 299.512.010 299.514.010 299.516.010
green 299.510.012 299.512.012 299.514.012 299.516.012
blue 299.510.014 299.512.014 299.514.014 299.516.014
grey 299.510.016 299.512.016 299.514.016 299.516.016
white 299.510.018 299.512.018 299.514.018 299.516.018

Article No: Single Cable

25 cm 50 cm 100 cm 150 cm

black 299.530.002 299.532.002 299.534.002 299.536.002
brown 299.530.004 299.532.004 299.534.004 299.536.004
red 299.530.006 299.532.006 299.534.006 299.536.006
yellow/green 299.530.008 299.532.008 299.534.008 299.536.008
yellow 299.530.010 299.532.010 299.534.010 299.536.010
green 299.530.012 299.532.012 299.534.012 299.536.012
blue 299.530.014 299.532.014 299.534.014 299.536.014
grey 299.530.016 299.532.016 299.534.016 299.536.016
white 299.530.018 299.532.018 299.534.018 299.536.018

Article No: Single Cable

Cable Supports with Plastic Arms Plastic Arm for Cable Support

Aluminium C-Rail in which the individual plastic arms are varia-
ble putted.

So they adapt to the different cord thickness.

Article No:

299.211.100 single arms
299.221.100 L: 255 mm with16 x arms
299.221.200 L: 500 mm with34 x arms
299.221.400 L: 1000 mm with69 x arms

Cable Support Arched

For practical hang-up of cables, connecting leads, test tips and
lab cords. Three arched levels for kink sensitive leads or hose.

220 x 65 x 100 mm (WxDxH)

Safety Connecting Leads 

High-flexible connecting leads with 4 mm safety plugs to 
IEC 1010. The maximum permissible contact voltage is 230 /
400 V AC. Continuous current: 16 A;

Working temperature: -10¡ C...+ 80¡ C. 

Connecting lead-set type 1: 50 pieces, L: 25, 50, 100 cm

4 mm Highly Flexible Connecting Lead 

Connecting lead with 4 mm stackable plug/socket connector
at each end (without rigid insulation sleeve). 

Rated current: 32 A

Contact Resistance: 0,2 ½

Cross Section: 2,5 mm2

Article No:

299.491.100 Set of 50 Cables in length of 25, 50 and 100 cm 
in different colours

299.491.200 Set of 100 Cables in length of 25, 50, 100 and 150 cm 
in different colours

299.491.300 Set of 160 Cables in length of 25, 50, 100 and 150 cm 
in different colours

Article No:

299.493.100 Set of 50 Cables in length of 25, 50 and 100 cm 
in different colours

299.493.200 Set of 100 Cables in length of 25, 50, 100 and 150 cm 
in different colours

299.493.300 Set of 160 Cables in length of 25, 50, 100 and 150 cm 
in different colours

Article No:

299.221.500 piece
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Two-pole safety adapters with BNC connectors linked to the  4 mm
safety system. The inner conductor is connected to the red, the shield
to the black 4 mm safety connector.

Safety  test clip 

Safety test clip  with rigid hook clip for hooking onto wires.
Also with spring wire grabber and flexible shaft.                  

Safety test probe 

Safety test probe  available with 2 mm stainless steel tip or a 4 mm
plug tip. 4 mm safety socket in handle for accepting 4 mm safety test
leads or any other 4 mm plugs.

Safety test clips

Fully insulated safety dolphin clips with footed gripping jaws
with fine -wire clamping surface. (Clamping max. 20 mm).

Article No:

299.500.001 colour: red
299.500.002 colour: black

Article No:

299.500.011 colour: red
299.500.012 colour: black

Article No:

299.500.021 colour: red
299.500.022 colour: black

BNC-Safety test leads 

Fully insulated coaxial leads. Versions with male BNC connec-
tors on both ends, e.g. for connecting measuring instruments.

Article No:

299.050.100 50 cm
299.100.100 100 cm
299.200.100 200 cm

BNC-Safety test leads 

Fully insulated coaxial leads. With a male BNC connector on
one end and a female BNC connector on the other for the use
as extension lead.

Article No:

299.500.031 100 cm
299.500.032 200 cm

Two-pole Safety Adapters 

Article No:

299.001.300 with BNC-Male
299.002.100 with BNC-Female
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Article No:

Article No:

ECO Power Strip

293.103.000 3 x schuko (L: 165 mm)
293.106.000 6 x schuko with childrensafe (L: 330 mm)
293.106.100 6 x schuko with childrensafe and switch (L: 330 mm)

The panel is height adjustable fixed between the upright
Profi -extension profiles.

Power strip glides inside the sheet steel panel.

Depth: 46 mm, height: 76 mm

Profi -Panel for Power Strip ÒIndustryÓ

Article No:

463.080.000 W: 720 mm
463.100.000 W: 920 mm
463.130.000 W: 1215 mm
463.150.000 W: 1420 mm
463.180.000 W: 1720 mm
463.200.000 W: 1920 mm
463.230.000 W: 2223 mm

Power Strip "Industry" 4 x Schuko Socket 

Children safe sockets, 45¡ turned (for angle plugs) black
colour. Silver coloured plastic housing with black end brackets.

Black mains wire (H05VV-F 3G1, 50mm2) with Schuko angle
plug. Length: 2 m

2pole illuminated rocker switch 16 A

Dimensions: 70 x 45 mm (WxH)

293.204.100 4-fold with Illuminated Switch  (L: 355 mm)
293.206.100 6-fold with Illuminated Switch  (L: 440 mm)
293.209.100 9-fold with Illuminated Switch  (L: 570 mm)
293.212.100 12-fold with Illuminated Switch  (L: 700 mm)

White Power Strip with 45¡ rotated Schuko sockets.

White Power Cord (H05VV-F 3G1,00 mm2) with angle plug. 

Length: 1,4 m;

Dimensions: 53 x 40 mm (WxH)
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19Ó Power Strip 1HE

Anodised aluminium terminal with grey sockets.

Black cord (HO5 VV-F3G1,50) 2m length.

Article No:

293.405.400 5 x schuko with switch and surge protection,
Mains- and Frequency filter

293.406.500 6 x schuko with RCD 30 mA, 2-pole  
293.406.600 6 x schuko with Circuit breaker B 16 A, 2-pole
293.407.300 7 x schuko with switch and surge protection
293.408.200 8 x schuko with switch
293.409.100 9 x schuko without switch

Worktop Power- and Media Access

Steel housing, silver powder coating.

Stable tilt mechanism with catch.

Front brushes for cable access at closed position.

Article No:

293.801.300 1 x schuko with2 x RJ45 und 1 x VGA-Female
293.802.200 2 x schuko with2 x RJ45
293.803.100 3 x schuko 
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High quality, screwed-in (thus reconnectable) power strip.
Impact-proofed plastics housing with mounting flanges at the
side.

Connecting cable H05VV-F3G 1,5 mm2 with 
Dimensions: 56 x 41 mm (WxH)
2 pole illuminated switch 16A.

Flex Powerstrip

Order No.:

293.600.000 PROFI/FLEX Mounting Plate

A (number sockets (lenght): 3 3 sockets( 185 mm)
4 4 sockets ( 288 mm)
6 6 sockets ( 340 m )

S (switch): 0 no switch
1 with switch

Z (cable): 0 no cable
1 1,5 m cable lenght
3 3 m cable lenght
5 5 m cable lenght

F(colour): 0 withe
1 black
2 red

Order No.:  293.6AS.Z0F

296.660.100 293.600.000 + 293.630.301



Applications:

Compact Terminal at Profi- Extension Worktop attached Compact Terminal Compact Terminal below Shelf

Variably configurable compact terminal for power- and media
supplies of associated instruments on laboratory tables.

Aluminium profile (95x 70), light grey powder coated with pla-
stic end pieces.

Width and equipment on customersÕ request.

Equipping possibilities:

Compact Terminal

Article No:

293.501.000 hera compact terminal width and configuration on 
customersÕ request
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Rubber Mat

Rubber mats are designed to cover and protect the area of
your bench of heavy or sharply edged appliances.

Dimensions: 525 x 365 x 7 mm (WxDxH) 

Colour: grey

Conductive Rubber Grid Mat 

625 x 375 x 20 mm (WxDxH) Colour: black

For a secured support of heavy, sharply-edged and sensitive
appliances. The gaps catch small filings and can be used as
storage for small tools etc.

Rubber Mats as Rolls 

Rubber mats as rolls in order to cover workbenches complete
or for rubber floor matting. Surface as requested plain or ril-
led.

All mats (apart from 299.121.100) are tested to VDE 0303 to 50
kV breakdown voltage suitable and released to VDE 0680.
Colour: grey  

Width: 1000 mm

Article No:

299.111.100 piece

Article No:

299.111.300 piece

ESD- Rubber Bench Mat 

Two-layer synthetic rubber with excellent heat resistance. The
top layer is static dissipative, the underside is conductive rub-
ber and facilitate a constant resistance of ca. 10 MOhm at
every place.

Material: Synthetic rubber, two-layer.

Connection: 2 press studs 10 mm

Article No:

299.890.300 600 x 1000 mm  (beige)
299.890.302 600 x 1000 mm  (platin grey)
299.890.304 600 x 1000 mm  (oliv green)
299.890.306 600 x 1000 mm  (light blue)
299.890.310 600 x 1200 mm (beige)
299.890.312 600 x 1200mm (platin grey)
299.890.314 600 x 1200 mm (olive green)
299.890.316 600 x 1200 mm (light blue)

S
ub

je
ct

 to
 m

od
ifi

ca
tio

ns
 a

nd
 a

m
en

dm
en

ts
.

12.24

W
or

ks
ta

tio
ns

 A
cc

es
so

rie
s

Width: 1000 mm Width: 1200 mm

(Thick3 mm; rills) 299.121.100 299.121.120
(Thick4,5 mm; rills) 299.121.200 299.121.220
(Thick4 mm; plain) 299.121.300 299.121.320

Article No:



Width: 1000 mm Width: 1220 mm

Thick:2 mm (beige) 299.891.400 299.890.400
Thick:2 mm (platin grey) 299.891.402 299.890.402
Thick:2 mm (green) 299.891.404 299.890.404
Thick:2 mm (blue) 299.891.406 299.890.406
Thick:3,5 mm (platin grey) 299.891.410 299.890.410

Article No:

Conductive Bench mat

Conductive Bench mat

ESD- Rubber Floor Matting 

A two-layer rubber matting with excellent heat and chemical
resistance. The top layer is static dissipative and is intersper-
sed with black conductive dots that connect to the conductive
underside. Withstands chair casters and is slip resistant. Mats
are fitted with two 10 mm diameter press studs.

Material: Synthetic rubber, two-layer

Dimensions: 1500 x 1200 x 2,5mm

Connection:  2 press studs 4,5/10,3, Colour: grey

Article No:

299.890.200 piece

ESD Rubber bench matting rolls 

Two-layer synthetic rubber with excellent heat resistance. The
top layer is static dissipative, the underside is conductive rub-
ber and facilitate a constant resistant. Comes to VDE expecta-
tions and certificate to DIN EN 100 016 Material: Synthetic rub-
ber, two-layer. Conductive: 10 M½ - 100 M½.

ESD-Basic Set

1 x Conductive mat made of antistatic synthetic rubber 900 x
600 x 2 mm; Colour: platin-grey

1 x Grounding cord with press-stud and crocodile clips; 
Length: 1500 mm

1 x Wristband with coiled cord and press-studs.

Article No:

299.890.100 piece
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Wristband with Coiled Cord

Wristband: The bands are conductive on the inside , isolated
on the outside and make full contact with the wrist. Resistance
of one MOhm built in to every socket. Connection with a 10
mm- push button.

Coiled cord: length of 2400 mm, on both side with 10 mm-
press-studs.

Article No:

299.890.110 Wristband with Coiled Cord
299.890.120 Wristband
299.890.130 Coiled Cord



299.890.500

299.890.520

299.890.510

299.890.530

Bench Mats Cutting

On request we offer customised matting in rubber or ESD.

Article No:

299.890.590 Punching Tool with press-studs 10,3 mm

Article No:

299.890.500 Schuko Adapter 10,3 with 1,5 m Cable
299.890.510 Schuko Adapter 3 x Press-Studs 10,3
299.890.520 Ring Connector 2 x Press-Studs  10,3 with 1,5 m Cable
299.890.530 Schuko Adaptor 6 x Press-Studs  10,3 with 1,5 m Cable

Earth Bonding Points and Earthing Boxes 

Earthing points and earthing boxes make a more favourable
and easier ESD- earthing connection. Resistance of 1 M½ inte-
grated in every earthing point and earthing box.
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Double-sided Adhesive Foil (foil width: 75 cm), running meter

Fast adhesion of new coverings onto existing ceramic tiling or
wood/laminate.

Quick and easy installation.
No trapped air bubbles thanks to micro-perforation and venti-
lation grooves. The covering is immediately ready to accept
traffic and loading.

Article No:

299.895.075 Double-sided Adhesive Foil
(foil width: 75 cm)

Conductive Double-sided Adhesive Foil (in rolls: 100cm width)

To be placed on tables or floors. Easy handling. Bubble-free
positioning due to micro-perforation and vent grooves.
Immediately loadable and residue-free removable.

For easy handling one side protected by paper. Special acrylic
adhesive for pollutant-free surrounding air. Suitable for chairs
with casters and floor heating.

Resistance 105 Ohm. With copper band.

Article No:

299.895.100 Conductive Double-sided Adhesive Foil
(in rolls: 100cm width)



Partition 1000 x 1800 mm

Front- and rear side fabrics covered in black/ espresso brown/
red/ grey/ indigo blue/ burgundry.

Closed aluminium frame (anodised).

28 mm width with plastic corner connection. Rigid foam core.

Largest available dimensions: 1000 x 1900 mm or
1200 x 1700 mm.

ESD Partition  1000 x 1800 mm

Conductive, front- and rear side fabrics covered in black/
espresso brown/ red/ grey/ indigo blue/ burgundry.

Closed aluminium frame (anodised).

ESD Earth bonding point. 28mm width with plastic corner con-
nection. Rigid foam core.

Largest available dimensions: 1000 x 1900 mm or
1200 x 1700 mm.

Pinboard/ Partition

Stand for Partition with round base, light grey

Round base made of plastic 400 mm diameter.

Stand made of round tube, height 2000 mm.

Incl. 4 black mounting rings, pre-assembled.

Stand for Partition with T-Foot, light grey

T-bar depth 530 cm.

Stand made of round tube, height 2000 mm.

Incl. 4 black mounting rings, pre-assembled

Pinboard 800 x 1000 mm

Front side fabrics covered in black/ espresso brown/ red/
grey/ indigo blue/ burgundry.

Closed aluminium frame (anodised).

28 mm width with plastic corner connection. Rigid foam core.

Dimensions: 800 x 1000 mm

Article No:

490.100.500 Stand with round base, light grey
490.100.510 Stand with T-Foot, light grey
490.110.900 Partition element 1000 x 1800 mm
490.110.905 ESD Partition element 1000 x 1800 mm

Partition

Article No:

490.008.900 Pinboard 800 x 1000 mm
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Article No:

295.024.200 with 24 drawer
295.048.200 with 48 drawer
295.060.200 with 60 drawer

295.008.100

295.024.100

295.048.100

Article No:

Turntable

The turntable is modular and flexible to attach with the above
mentioned drawer cabinets.

Insertion: max. 12 drawer-cabinets. (4 or 8 are also possible)

Easily movable by maintenance-free roller bearing

680 x 680 x 1760 mm (WxDxH)

Standard version:

Made of plastic coated sheet-steel (anthracite) This article-no.
only contains the turntable without drawer cabinets.

Article No:

295.000.100 Standard
295.000.200 ESD-Version

Drawer Cabinets standard

The drawers are made of transparent and robust polypropyle-
ne, which can be labelled and separated with partition walls.

The cabinets are constructed for wall mounting and are made
of anthracite plastic coated sheet-steel. 

Dimensions: 306 x 150 x 552 mm (WxDxH)

295.008.100 with 8 drawers 
295.016.100 with 16 drawers 
295.024.100 with 24 drawers
295.040.100 with 40 drawers
295.048.100 with 48 drawers
295.060.100 with 60 drawers

ESD Drawer Cabinets

Drawers are made of conductive special-plastic (with coal
fibre) in black. Conductive galvanised (silver) sheet-steel cabi-
nets for wall mounting. 

Dimensions: 306 x 150 x 552 mm (Wx DxH)



Cable Channel with Brush

With a brush strip sealed vertical cable channel for simple and
flexible clearance of cables.
Attached behind the Profi Extension. This cable channel
enables a quick and clear laboratory setup, even for short term
installations. Made of metal, light grey powder coated. Incl.
assembling set for Profi attachment.
40 x 70mm (Width x Depth)

Article No:

Height

401.008.500 800 mm
401.009.500 900 mm
401.010.500 1000 mm
401.011.500 1100 mm
401.012.500 1200 mm

Height

401.003.500 300 mm
401.004.500 400 mm
401.005.500 500 mm
401.006.500 600 mm
401.007.500 700 mm

Article No: Steel hood forProfi profile, incl. assembly set.

419.034.900 125 x 50 mm (WxH), running meter
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Profi Cable Clamp

Article No:

419.032.900 piece

Cable channel 15 x 15 mm

Cable channel 40 x 40 mm

Cable channel 110 x 60 mm

If additional room for cables is needed or cables have to run in
separate channels.

Profi Additional Cable Channel

Article No: Aluminium, 40 x 40 mm, same depth and colour as bench legs

419.031.000 anodised, running meter
419.031.900 Powder coated, running meter

Article No: Plastic, lightgrey

419.030.015 15 x 15 mm (WxH), running meter
419.030.040 40 x 40 mm (WxH), running meter
419.030.110 110 x 60 mm (WxH), running meter

Article No: Steel, powder coated

419.033.900 100 x 60 mm (WxH), running meter

With catches to clip on in the Profi Extrusions slots.

40 x 40 x 100 mm

Suitable for all slots of PROFI profile.

Material: PVC

Width 10 mm (max. length per pcs.: 2,5m)

profi -Slot Cover, grey

Article No:

419.001.500 per meter
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Fit into the slots of the Profi Aluminium Profile.
The Nut Plates are available with metric thread.
To insert from end of Profi profile, with leaf spring.

Fit into the slots of the Profi Aluminium Profile.
The Nut Plates are available with metric thread. 
For subsequent insertion, with leaf spring. (Inset front sided
and rotate)

20 x 4 x 20 mm (WxDxH)

Profi Threated Nut Plates

14 x 8 x 20 mm (WxDxH)

Profi Threated Nut Plate

Article No:

491.001.110 M5
491.001.120 M6
491.001.130 M8

Article No:

491.002.110 M5
491.002.120 M6
491.002.130 M8

Article No:

499.100.500 Wall joint profile, per running meter
499.110.500 End caps left
499.120.500 End caps right
499.130.500 Outer corner90¡
499.140.500 Inner corner90¡

Tool Holder

Length: 440 mm, Height: 35 mm, Depth: 30 mm.
Colour: black.
Soft push in and pull out of various tools from plastic clips.
Damage of tools surfaces avoided by flexible fastening of the
plastic clips. The Clips are resistant against oil and a wide

range of chemicals.

Plastik Bin

Colour: cream
Width: 390m mm, depth: 80 mm, Height: 45 mm.
Incl. bolts set for Profi system mounting.

Set of Magnet Pins

(20 piece.) 30 x 9 mm

Article No:

461.912.000 piece

Article No:

461.913.001 piece

Article No:

299.301.100 set

Wall joint profile

Sealing lips and plastic parts

in matching colours. 

5 m long. 


