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Accessories for Workbenches



13.2

S
ub

je
ct

 t
o 

m
od

ifi
ca

tio
ns

 a
nd

 a
m

en
dm

en
ts

.

W
or

kb
en

ch
es

 A
cc

es
so

rie
s

Ball Transfer Units

Worktop incorporated ball transfer units.

Diameter 31, Ball 16 mm diameter.

Stainless steel ball fit into galvanised steel pot with sealing for
long term life.

Carrying Rollers

Roller length on request.

Diamter: 30 mm.

6 mm axle.

ESD Version available.

Guide Rails for Carrying Rollers

Customised in rollers distance and width.

Article No:

102.100.100 piece

Article No:

102.200.200 Galvanised Steel
102.200.300 Stainless Steel
102.200.400 Aluminium
102.200.500 Plastic

Article No:

Length

102.300.168 1680 mm
102.300.182 1820 mm
102.300.218 2183 mm

Length

102.300.068 680 mm
102.300.088 880 mm
102.300.117 1170 mm
102.300.138 1380 mm



Article No:

459.100.190 0,5 - 1,2 kg
459.100.200 1,0 - 2,0 kg
459.100.210 2,0 - 3,0 kg
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Plastic Slider

To hang Balancers with electric or pneumatic tools at
Overhead Frame. The Plastic Slider glides inside the lower slot
of the Overhead Frame.

Colour: black, width: 60 mm, hole 8 mm (diameter).

Article No:

459.100.100 piece

Profi Overhead Frame

Cross brace of aluminium extrusion profile 30x30mm, powder
coated for the acceptance of sliders.

SD Type (light grey only):
Depth brackets made of sheet steel, light grey powder coated.
Height: 75/30mm

PD Type ( RALcolour code):
Depth bracket with 45¡ bar made of aluminium extrusion profile
30 x 30 mm powder coated according to RALcode. Height: 230 mm

Overhead Frame with Steelbrackets

Steel bracket instead of diagonal stiffening extrusions.

Article No:

450.000.900 Credit for Overhead Frame with Steel Brackets

Balancer

Balancer allow to hang up electric or pneumatic tools. Normal
position is adjustable by a fixing ball. The attached tools are
can be pulled down to the worktop and are spring returned after use. 

Load capacity: 1 - 2 kg, adjustable at handle
Pull out length: 1.5 m with hook 

BB (width): 13 1295 mm
15 1500 mm
16 1600 mm
18 1800 mm
20 2000 mm
23 2303 mm

T (depth): 0 500 mm (for table depth 800)
1 600 mm ((for table depth 900)
2 700 mm (for table depth 1000)

A (type): 0 SD Type
9 PD Type

Article No:  450.BBT.A00

Type: PDType: SD



Article No:

451.000.000 Runner for Carrier Rail

Article No:

Length

451.180.000 1800 mm
451.200.000 2000mm
451.230.000 2303 mm

Length

451.130.000 1295 mm
451.150.000 1500 mm
451.160.000 1600 mm

Carriers Rail forProfi Overhead Frame.

C-Shape rail for sturdy steel slide carriers.

Gentle guiding of hoses and lines, using flexible, multi-level,
cable and hose clips.

Pressure Regulator with Filter

Profi Jib Boom

For Profi Overhead frame attachment.

Pressure regulator with filter.

Quick coupling NW 7,2.

Extrusion with slots for flexible fastening possibilities and
Plastic Sliders.

For Profi Extension mounted with pivot.

Length: max 1100 mm

Spiral Compressed Air Hose

Hose in spiral form for compressed air.

With plug and socket.

Extended length max. 4 m.

Diameter 50 mm

Permissible pressure 10 bar.

Article No:

459.200.150 piece

Article No:

Article No:

459.200.100 piece

450.500.900 Profi Jib Boom
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Ballast:

width magnetic electronic dimmable

490 mm (1x 36W) 458.036.000 458.036.300 458.036.500
980 mm (2x 36W) 458.072.000 458.072.300 458.072.500

Article No:

Workspace Lamp

Tilt adjustable metal housing with lightgrey finish 

70 x 95/45 mm (DxH) sidewise fixation brackets

Glare-free mirror grid.

With Fluorescent Lamp

Front side illuminated switch.

Rear cable access.

Height adjustable
fit to Profi
Overhead Frame.

For sidewise
attachment.

Workstation Lamp

Systems workstations need to be bright and glare free.

Parabolic louver provides absolutely glare-free illumination.

Bright and consistent illumination of the work surface.

Energy efficient with compact fluorescent lamps.

Space-saving small profile. Easily adjustable. With switch.

Workstation Attachment Lamp

Energy efficient with compact fluorescent lamps.

With switch.

Dimensions: 490 x 90 x 105 mm (LxDxH)

Article No:

457.112.100 Rise-and Fall Lamp (2 x 40W EVG)

Article No:

457.049.100 Attachment Lamp (36W EVG)

Profi Overhead Lamp

Downlight with parabol mirror grid.

Equipped with 2 fluorescent lamps and electronic balast.

Brackets for Profi Overhead Frame attachment.

Invisible cable management.

Dimensions: 197 x 75 mm (DxH)
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Article No:

(2 x 36 W) B: 1295 mm 455.130.002
(2 x 36 W) B: 1500 mm 455.150.002 455.150.003
(2 x 36 W) B: 1600 mm 455.160.002 455.160.003
(2 x 58 W) B: 1800 mm 455.180.002 455.180.003
(2 x 58 W) B: 2000 mm 455.200.002 455.200.003
(2 x 58 W) B: 2303 mm 455.230.002 455.230.003

for overhead 
frame PD

for overhead 
frame SD



Profi -Cantilever Arm with storage Bins Profi Cantilever arm for lamps

Profi Adapter Piece for Cantilever Arm

Bolt fit to cantilever arm socket.

Article No:

491.002.000 Cantilever Shalf Sleeve
491.002.100 Single Cantilever 

300 mm
491.005.100 Single Cantilever 

500 mm
491.010.100 Double Cantilever 

250 + 300 mm

Profi Storage Bins Bar for Cantilever Arm

Bolt fit to cantilever arm socket.

Article No:

491.020.100 piece

1 Level 3 Level

width: 300 mm 491.022.100 491.022.300
width: 400 mm 491.022.110 491.022.310
width: 500 mm 491.022.120 491.022.320

Article No:

Profi Cantilever Arm

Profi Extensions attachment.

Steel cantilever arm, lightgrey finish.

Socket for all cantilever arms supports.
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Article No:

491.028.100 TFT Support
491.028.200 TFT Support with Keyboard Tray
491.028.300 TFT Support with Keyboard- 

and Mouse Tray

Profi Perforated Wall for Cantilever Arm

Bolt fit to cantilever arm socket.

>> Appropriate Hooks see Chapter 13.9 <<

Article No:

491.024.100 300 x 290 mm (WxH)
491.024.110 300 x 130 mm (WxH)
491.024.120 550 x 290 mm (WxH)
491.024.130 550 x 130 mm (WxH)

Profi Instruments Tray for Cantilever Arm

Bolt fit to cantilever arm socket.

Profi Cantilever with TFT-Screen Support

Swivel Arm with Profi Extensions attachment.

Steel cantilever arm, light grey finish.

TFT support in VESA standard, accepting 75 x 75 mm and 
100 x 100 mm fitting.

Article No:

491.026.100 300 x 300 x 10 mm (WxDxH)
491.026.110 400 x 400 x 10 mm (WxDxH)
491.026.120 500 x 500 x 10 mm (WxDxH)
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Article No:  Perforated Back Plane for fixation between theProfi Extensions

Width
Height 720 920 1215 1420 1520 1720 1920 2223

150 460.080.901 460.100.901 460.130.901 460.150.901 460.160.901 460.180.901 460.200.901 460.230.901
350 460.085.901 460.105.901 460.135.901 460.155.901 460.165.901 460.185.901 460.205.901 460.235.901

Article No:  Perforated Back Plane for fixation behind theProfi Extensions

Width
Hšhe 800 1000 1295 1500 1600 1800 2000 2303

350 460.085.902 460.105.902 460.135.902 460.155.902 460.165.902 460.185.902 460.205.902 460.235.902

Perforated Back Plane, Height: 150 mm Perforated Back Plane, Height: 350 mm

Profi Perforated Back Plane

1,5 mm powder coated sheet steel panel, side brackets for
fixing, assembling material.

Colour: Free choice out of  hera  colour scale.
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Article No: Support with Hook

469.050.010 L: 50 mm/ ¯ 6 mm
469.050.020 L: 100 mm/ ¯ 6 mm
469.050.030 L: 150 mm/ ¯ 6 mm
469.050.040 L: 200 mm/ ¯ 6 mm

Article No: Support with Double Hook

469.100.010 35 x 35 mm (LxW)
469.100.020 50 x 35 mm (LxW)
469.100.030 75 x 35 mm (LxW)
469.100.040 150 x 35 mm (LxW)

Article No: Support with Clip

469.150.010 Clips (¯ 13 mm)
469.150.020 Clips (¯ 19mm)
469.150.030 Clips (¯ 25mm)
469.150.040 Clips (¯ 32mm)

Article No: Pliers Support

469.200.010 35 x 20 mm (WxD)
469.200.020 55 x 20 mm (WxD)
469.200.030 75 x 20 mm (WxD)

Order No .: Machines Support

469.250.010 ¯ 40 mm
469.250.020 ¯ 60 mm
469.250.030 ¯ 80 mm

Article No: Bin Bar

469.350.010 single
469.350.020 550 x 60 mm (WxH)
469.350.030 550 x 38 mm (WxH)

Article No: Cable Support

469.300.010 150 x 37 x 50 mm
469.300.020 200 x 37 x 50 mm 

Article No: Screw Driver Bar

469.400.010 6 pieces
469.400.020 12 pieces

Article No: Drill Bar

469.450.010 14 pieces
469.450.020 28 pieces

Article No: Wrench Support

469.500.010 8 pieces

Article No: Documents Support

469.600.030 220 x 310 mm (WxH)

Article No: Shelf

469.550.010 350 x 125 mm (WxD)
469.550.020 445 x 150 mm (WxD)

Article No:

469.900.010 Set of12 pieces
469.900.020 Set of18 pieces
469.900.030 Set of28 pieces
469.900.040 Set of40 pieces

Hooks and Supports

For Perforated Back Plane.
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Profi Cable-Rolls Storage

Sheet steel channel, lightgrey powdercoated finish.

With slots offering flexible compartments for various cable
rolls and boxes.

Rear hook-in at Storage bin bars.

Dimensions: 260 x 200 mm (DxH).

Article No:

448.050.900 Width: 420 mm
448.060.900 Width: 523 mm

Article No:

Standard

Gr. 5: 140 x 290 x 130 mm 296.050.101 296.050.201
Gr. 6: 140 x 230 x 130 mm 296.075.101 296.075.201
Gr. 7: 105 x 160 x 75 mm 296.100.101 296.100.201
Gr. 8: 105 x 85 x 45 mm 296.125.101 296.125.201

Profi Storage Bins Cross Bar

Stable carriage rail for storage bins across the full bench
width.

Stable steel construction, lightgrey finish.

Incl. Assembling materials.

Storage Bins

Polyethylene storage box with frontside label holder.

Rear slot for support bar, stackable.

Available colours: green, blue, red, yellow and turquoise.

ESD Version:

Conductive black plastic.

Article No:

width
720 920 1215 1420 1520 1720 1920 2223

Standard 462.080.000 462.100.000 462.130.000 462.150.000 462.160.000 462.180.000 462.200.000 462.230.000

462.080.005 462.100.005 462.130.005 462.150.005 462.160.005 462.180.005 462.200.005 462.230.005
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Cantilever Arm for Storage Bar

Maximum 400 mm extension.

Flexible depth by scissor mechanics with variable locking posi-
tions. Steel sheet, light grey powder coated.

Instruments Shelf for Storage Bar

Shelf: 378 x 290 mm (WxD)

Tiltable shelf with front stop edge.

Perforated Back Plane for Storage Bar

Dimensions: 460 x 297 mm (WxD).

Article No:

462.910.001 piece

Article No:

462.500.000 Standard
462.500.005 ESD-Version

Article No:

462.930.000 piece
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491.051.000491.053.000

491.054.000

Profi Rear Cross-Profile

Crosswise adjustable inside the Profi- Extrusions slots.
Height adjustment: 200 mm
All VESA Standardised flat screens attachable (75 x 75 mm and
100 x 100 mm). Colour: lightgrey

Profi Flat Screen Support

Article No:

491.054.000 Flat Screen Support for hook in.
Horizontal moveable.

491.053.000 Flat Screen Support for Cross Profile attachment.
491.052.000 Flat Screen Support with gliders horizontal moveable.

Vertically over 200 mm adjustable
491.051.000 Flat Screen Support for gliders horizontal moveable.

Vertically over 200 mm adjustable

The rear cross profile can be installed at any height between
the rear benchlegs or as a superstructure for Profi-
Extensions above the worktop. 

Can also be used as a Foot Rest or as superstructure to carry
screens and Tray Boards.

Same color selection as Profi -benches.

Article No:

width

419.078.900 1520 mm
419.074.900 1720 mm
419.075.900 1920 mm
419.076.900 2223 mm

width

419.070.900 720 mm
419.077.900 820 mm
419.071.900 920 mm
419.072.900 1215 mm
419.073.900 1420 mm

Instruments Shelf for Profi Cross Profile

Article No:

491.090.000 Standard
491.095.000 ESD-Version

Profi Feet adjustable Foot Rest

For Profi benches attachment.

Foot rest space 450 x 350 mm (WxD)

Adjustable height 400 mm

Spring mechanism for quick and easy adjustment.
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Lightgrey worktop shelf with brackets for cross profile attach-
ment.

Article No:

W x D Standard

300 x 300 424.630.000 424.635.000
450 x 300 424.640.000 424.645.000



Article No:

491.090.100 Standard
491.095.100 ESD-Version

ESD- Foot Rest

Stable, conductive and swivel foot rest, incl. earthing cord.

Step surface: 450 x 300 / black; Conductive: 1 M½

Front height: 30 - 100 mm, Back height. 70 - 175 mm
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ESD Foot Rest

Stable conductive and swivel foot rest.

Step surface: 450 x 300 mm

Front height: 30 - 100 mm, Back height: 70 - 175 mm 

Article No:

299.610.100 piece

Turntable for Assembling

Stainless steel plate with grooved rubber surface

Load capacity: 180 kg

Height: 20mm

Locking with detent pin in 45¡ raster, freewheeling possible

ESD version:

Conductive rubber surface with earthing cable

Article No:

¯ 380mm ¯ 500mm ESD ¯ 380mm ESD ¯ 500mm

no locking 299.620.300 299.620.500 299.625.300 299.625.500
with locking 299.620.305 299.620.505 299.625.305 299.625.505
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Article No:

299.130.700 piece

Modular Vice - Fuse Carrier

Fuse carrier: clamping vice with ball joint-version

Modular Vice - Turning head

Quick rotation adaptor. For rapid turning the mounting plate
180¡. With catch.

Modular Vice - Mounting Plate

Adaption safe from contact and fix clamp of the printed card by
built-in spring suspension Adaption land: 

70 mm Clamp width: 25 - 270 mm Central position: 

adjustable

Modular Vice - Mounting Plate (big9

Adaption safe from contact and fix clamp of the printed card by
built-in spring suspension Adaption land:

70 mm Clamp width: 25 - 310 mm, height: 350 mm, Central
position: adjustable

Modular Vice - Cover plate card

For electronic components fixation at PCB.

315 x 330 mm

Article No:

299.130.600 piece

Article No:

299.130.900 piece

Article No:

299.130.800 piece

Electronic Vice

Easily mounted on every lab bench. A small lever-pressure is enought to
variable the clamped workpiece in it's suitable work-position.
Plastic jaws are interchangeable. Clamp pressure: 150 kp Clamp width: 
70 mm.
Clamp depth: 38 mm Jaw-weidth: 50 mm

Article No:

299.131.100 piece

Article No:

299.130.400 piece

Modular Vice - Clamp Foot with Ball Joint

for mounting on benches (max. 80 mm)

Article No:

299.130.500 piece



Article No:

Hinge Unit for Vice

Hinge unit installation in the vice cabinet.

Gas springs provide weight counterbalance during lifting and
lowering the vice.

With safety lock.

Mechanic - Vice

Forward opening vice for vertical gripping of round material,
centrally adjustable guides, forged tube jaws and strong anvil,
as well as fixed jaws. Proven double Prism guide prevents dirt
and damage.

Specification: drop-forged steel, surface-hardened jaws
(fixed), including fastening material.

¥ Jaw width: 120 mm

¥ Max. opening: 150 x 82 mm ( Width/Depth)

Adjustable-height system

with gas-filled compression damper, free height adjustment
(max. 240 mm), 360¡ rotation.

Lift for Vice

Adjustable: 240 mm

Vice rotation for 360¡ possible, with catch.

299.132.200 Pneumatic Lift
299.132.210 Mechanic Lift

Article No:

299.132.100 piece

Article No:

299.132.220 piece
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Soldering fume extraction system 702

¥ stable sheet steel housing, powder coated white RAL 9010 
and blue RAL 5013 - complete housing sound insulated

¥ Top with two connectors NW 50

¥ Operation panel with filter control and power regulation

¥ Counter for operation hours

¥ incl. filter unit and filter set consisting of prefilter mat, F5 
and suspended mat filter H13

¥ Seperation efficienty at 0,3 mµ 99,95% DOP-Test

¥ power regulation for fan

Refillable activated carbon filter cassette (2,7kg special acti-
vated carbon refillable)

¥ Ventilation unit

¥ two steerable and two fixed casters

Technical Data:

¥ Air flow rate (unimpeded) 240 m3/h

¥ Motor 0,12 kW

¥ Suction pressure 1350Pa

¥ Sound pressure level 50dB (A)

¥ separation efficiency 99,95%

¥ Dimensions: 340 x 430 x 600 mm (WxLxH)

¥ Protection Class IP44

Soldering fume extraction system 802

modular housing of robust sheet steel with maintenance
flaps,double-sided powder coated (structure white RAL
3010/blue RAL 5013), 3fold filtering with prefilter mat. G4 and
a high-performace filter cat. H13, tested according EN 1822.
With separation efficency > 99,95 % at particle size of 0,3µm.
Gaseous pollutants are isolated by a steel cassette filled with
2,7 kg specially coated activated carbon with maintance-free
brushless motor for permanent operation, operation panel
with filter control and counter for operation hours. Power regu-
lation for fan.

Technical Data:

¥ eff. air volume 281 m3/h

¥ fan air volume 390 m3/h

¥ Stat. total pressure 4000Pa

¥ Motor nominal power 0,24 kW

¥ Nominal voltage 230 Volt

¥ Frequency 50Hz

¥ Sound pressure in 1 mtr. 58dB (A)

¥ Suction tube joint rear, 1x NW 100 or 4x NW 50

¥ Dimensions: 400 x 500 x 760 mm (BxTxH)

¥Protection Class IP 55

Article No:

185.100.100 for 1 - 3 Work Stations

Article No:

185.100.200 for 2 - 5 Work Stations
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This system is the ideal solution for an ideal collecting and cleaning of air from
pollutants such as solder fumes consisting of harmful fumes, gases and aero-
sols.

The polluted air is collected by extraction arms and various hoods at its origin.

An individual for your appliance designed hose system pipes the pollutants
directly to the filter unit. The 3 fold filter unit cleans the air. Separation efficency
according to DOP-Test is: 99,95%.



Article No. Hose:

185.390.100 PVC-Flex2,5m, NW 50 , with 2 bushings
185.390.200 PVC-Flex 5m, NW 50 , with 2 bushings
185.390.300 PVC-Flex 10m, NW 50 , with 2 bushings

Nozzle

Transparent Hood

ESD Hard

Soldering Fume Extraction Arm

Standard

2 Hinges (Reach 445 mm) 185.200.445 185.250.445
2 Hinges (Reach 545 mm) 185.200.545 185.250.545
2 Hinges (Reach 645 mm) 185.200.645 185.250.645
2 Hinges (Reach 745 mm) 185.200.745
3 Hinges (Reach 765 mm) 185.200.765 185.250.765
3 Hinges (Reach 945 mm) 185.200.945 185.250.945
3 Hinges (Reach 1125 mm) 185.201.125 185.251.125
3 Hinges (Reach 1425 mm) 185.201.425

Article No:  Swivel Arm

Standard

Hood 200 mm width 185.300.100 185.350.100
Nozzles 185.300.200 185.350.200
Transparent Hood 185.300.300 Ð
(245 x 220mm) Polycarbonate

Article No. Nozzle:

Soldering fume extraction arm for table mounting with fixation
plate or flange.

Nominal width: 50 mm, max. air flow rate: 85 m3/h

Shut-off valve in the first hinge

ESD Version:

All hinges conductive and electrical connected.
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Article No:

468.300.000 piece

Profi Switch Terminal 

Light grey powder coated flange plate with attached control
switch for mounting sideways at the Profi Extension.

Hidden cable run inside Profi Extension.

Profi handle bar

Solid black handle bar incl. cage nuts and bolts for attachment
to the Profi extrusion.

125 x 25 x 40mm (LxWxH)

Article No:

468.400.000 piece

Profi Bottle Support
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Article No:

468.100.100 ESD Documents Protector

ESD Documents Protector

10 x A4 documents bag 

Metal basket for Bottles.

Height: 140 mm

For 1 bottle, W = 100 m

For 2 bottles, W = 210 mm

Article No:

468.200.100 Bottle Support 1 x Bottle, W: 100 mm
468.200.200 Bottle Support 2 x Bottle, W: 210 mm


